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PJESA A - SPECIFIKIMET E PERGJITHSHME

Dokumentacioni Teknik pérbéhet nga tre elementé:

1. SPECIFIKIMET TEKNIKE
2. VIZATIMET
3. PARAMASA (Preventivi)

Kontraktuesi (Punékryesi) késhillohet fugimisht gé t€ shqyrtojé me kujdes kéto
tre elemente né fazén e pérgatitjes s& Ofertés (gjaté fazés sé tenderimit) dhe
né fazén e ekzekutimit & punimeve.

Sipas késaj Kontrate, Kontraktuesi do t€ marré pérgjegjésiné pér furnizimin
dhe ndértimin / instalimin e punéve, té gjitha sic pérshkruhet mé poshté.

A.1. SHENIME ME RENDESI

Shénim 1: Té gjitha materialet e furnizuara, si dhe té gjitha aktivitetet dhe
punét e kryera né objekt, duhet t& jené né harmoni, pérputhen dhe té
ndjekin standardet e BE-s&€ dhe normat né fugi.

Shénim 2: Shifrat dhe t& dhénat (trashésia, dimensionet, diametrat, gjerésia,
gjatésia, etj.), si dhe materialet e pérmendura né kété dokument duhet té
konsiderohen nga Kontraktuesi si standarde minimale. Materialet e fiksimit
dhe shtojcat duhet té jené té€ cilésisé s€ njéjté ose mé té& miré se ato té
pérshkruara dhe té té njéjtave pérmasa minimale. Mostrat ose specifikimet
teknike t& detajuara t&€ materialeve, mallrave dhe pajisieve gé Kontraktuesi
synon tfi aplikon né puné&, duhet t& dorézohen tek Mbikéqyrési pér njé miratim
paraprak.

Shénim 3: Té gjitha mjetet e nevojshme pér té kryer punén duhet té sigurohen
nga kontraktuesi me shpenzimet e fij.

Shénim 4: Materialet e pérdorura dhe paqjisiet e instaluara pa miratimin e
Mbikéqgyrésit duhet té higen menjéheré.

Shénim 5: Para se ndonjé pjesé e fazés s& ndértimit 1€ jet€ e mbyllur, e
mbushur ose e mbuluar, kontraktuesi €shté i detyruar té€ njoftojé Mbikéqyrésin.
Pozita mund t& mbyllet, t& plotésohet ose t€ mbulohet vetém pas miratimit té
mbikéqyrésit.

Shénimi 6: Shpjegimet e pérshkruara mé poshté né Specifikacionin Teknik
duhet t& ndigen né ményré sitrikte, por pa u kufizuar pér t€ siguruar
performancé té larté t& punéve ndértimore.

Shénimi 7: Eshté pérgjegjési e Kontraktuesit gé té respektojé plotésisht ligjet e
aplikueshme lokale (Kosové) né lidhje me respektimin e oréve té punés ditore

DOSJA E TENDERIT PER PUNE Fage 4 nga 81



SPECIFIKACIONI TEKNIK PIKA INFORMUESE PER TURIST
Rev. 17.09.2023

dhe javore pér punétorét e fij.

Shénim 8: Cdo pozicion né paramasé ose pérshkrimi né ST (Specifikacion
Teknik) detyron Konftraktuesin pér: Furnizim, Transport dhe Instalim té atij
pozicioni pérkatés me té gjitha elementet shogéruese sipas Manudalit té
Prodhuesit ose udhézimit, pérvec nése késhillohet ndryshe nga Mbikéqyrési.

Shénim 9: Eshté pérgjegjési e Kontraktuesit t& bé&né& pastrimin gjeneral té
hapésirés gé éshté subjekt i kontratés, me shpenzimet e tij, para dorézimit
final zyrtar tek Pérfituesi.

A.2. FUSHEVEPRIMI | PUNES

Gama e punéve té€ Konfraktuesit duhet t€ pérfshijé té gjitha aktivitetet e
nevojshme pér té siguruar realizimin korrekt dhe t€ duhur té skemave
(pozicioneve té€ ndértimit) sic pércaktohet né dokumentet kontraktuale.
Punimet duhet té& pérfshijné, por jo domosdoshmérisht té kufizohen né
veprimet e poshtéshénuara:

- pranimi né pérgjegjési t& vend-punishtes nga pérfituesi;

- rregullimi i vend-punishtes duke e béré até té sigurt dhe té siguruar pér
t€ shmangur aksidentet dhe démtimin e aseteve fqinjé gjaté gjithé
procesit t&€ ndértimit deri né pérfundimin final (dorézimin tek pérfituesi);

- té jeté pajtueshméri me Ligjin e Kosovés pér Ndértim;

- koordinimin e akfiviteteve me autoritetet relevante — né rast gé
kérkohet;

- marrja e té gjitha lejeve té& nevojshme né pajtueshméri me regulloret
pérkatése té€ Kosovés dhe ofrimi i qasjes né rmymé, ujé, etj né vend-
punishte;

- marrja dhe mbajtja e pérditésuar té lejeve té kérkuara;

- ofrimi i siguris€ pér té gjithé periudhén e ndértimit dhe paraqgitja e
shenjave paralajméruese pér informimin.

- furnizimi dhe alokimi i té€ gjitha materialeve, ndértimi dhe instalimi sipas
vizatimeve detale t& ofruarag;

- sigurimin e vizatimeve té ekzekutimit (shop drawings) pér miratimin e
mbikéqyrésit;

- sigurimin e mostrave para vendosjes s&€ materialit;

- testimi, vlerésimiizonave té pérfunduara;

- pérgatitien e manualeve t&€ mirémbajties dhe cdo dokumentacioni
tjetér té nevojshém pér pérfituesin gé té jeté né gjendje té operojé dhe
té€ mirémbajé pajisjet;

- té pajtohet me té gjitha udhézimet e marra gjaté pranimit té
pérkohshém dhe pérfundimtar t& punéve (p.sh. rregullimi i defekteve,
et].).
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PJESA B - VEND-PUNISHTJA E NDERTIMIT

Duhet té zbatohen kéto rregulla té pérgjithshme:

Kontraktuesi do té€ sigurojé ndricim té pérshtatshém gjaté kryerjes sé
punés gjaté natés dhe do té sigurojé dhe instaloj cdo ndricim shtesé gé
Mbikéqyrési mund t'i  kérkojé pér té paré, mbikéqgyrur punimet dhe
kryerjen e ndonjé testimi apo shqyrtimi t&€ materialeve;

Kontraktuesi duhet té siguroi qasje pér té gjitha ndértesat dhe pronat
gé ndodhen pran vendpunishtes gjaté kohézgjatjes sé kontratés;

Té gjitha ndértesat e pérkohshme t€ ngritura nga Kontraktuesi né vend-
punishte dhe rregullimi i vendpunishtes duhet té jené né pérputhje me
ligiet dhe té& gjitha aktet nénligjore lokale pér ag sa jané té
zbatueshme.

Kontraktuesi duhet té jeté absolutisht dhe vetém pérgjegjés pér siguriné
dhe siguriné e punimeve té pérkohshme té cilat mund t&€ ngrihen ose
té sigurohen pér ekzekutimin e punéve.

Kjo dispozité do té jeté e zbatueshme pér té€ gjitha punét pérkohshme
dhe paijisiet kurdo gé jané siguruar dhe ngritur nga Kontraktuesit pér
géllime té kryerje sé& punéve.

Ekzaminimi dhe pranimi nga ana e mbikéqyrésit 1€ punéve té
pérkohshme té Kontraktuesit ose té vizatimeve té lidhura me to, nuk e
liron Kontraktorin nga pérgjegjésia e tij pér ato vepra dhe pérgjegjésiné
e tij pér pasojat e ndonjé déshtimi.

Kontraktuesi duhet té€ pastrojé t€ gjitha papastértité e derdhura,
zhavorrin - apo materiale t€ tjera 1€ huaja té shkaktuara nga
operacionet e ndértimit nga té gjitha rrugét né pérfundim té punés té
cdo dite.

Pastrimi duhet t& pérfshijé larje me ujé, fshirrjien me fugi dhe pérdorimi i
punés manuale sipas nevojés pér té€ arritur standardin € nevojshém té
krahasueshém me rrugét fqinje té€ papérfshira nga punét.

B.1. PUNIMET E GABUARA

Cdo punim gé nuk i pérmbahet kétyre Specifikimeve do té refuzohet dhe
Kontraktuesi, me shpenzimet e veta, do t€ pérmirésoj defektet né punime,
sipas udhézimeve dhe pélgimit t&€ Mbikéqyrésit. Periudha e garancisé do té
filloje nga momenti i marrjes pérsipér té kryerjes s& atij pozicioni dhe jo nga
koha kur ajo vetém do té instalohet dhe vihet né pérdorim.

DOSJA E TENDERIT PER PUNE Fage 6 nga 81



SPECIFIKACIONI TEKNIK PIKA INFORMUESE PER TURIST
Rev. 17.09.2023

B.2. PERGATITJA E PUNISHTES

Kontraktuesi do té kufizojé veprimet e tij brenda zonés sé& caktuar ose pjesé té
tlera t& tokés gé& mund té jené té€ dakorduara midis Mbikéqgyrésit dhe
Kontraktuesit.

Kontraktuesi do té jeté pérgjegjés pér té siguruar gé ndértesat ekzistuese né
vend té jené té sigurta dhe té jené té mbrojtura né ményré adekuate gjaté
punimeve té€ ndértimit.

Kontraktuesi duhet t€ mbajé vendpunishten né gjendje té rregullté, té pastér
dhe té€ sigurt gjaté periudhés s& ndértimit dhe komisionimit. Kontraktuesi do té
largojé cdo material t€ pérdorur dhe mbeturinat e tjera gé dalin nga punét.
Vend punishtja nuk do té pranohet derisa materialii tillé té jeté hequr.

Kontraktuesi duhet t& pastrojé rregullisht vendin gjaté kryerjes sé€ punimeve
dhe té hegé mbeturinat né njé depo té miratuar zyrtarisht. Vendpunishtja
duhet té jeté plotésisht e pastér dhe e pérshtatshme pér té Iévizur dhe pér
pérdorim pérpara se té dorézohet.

PJESA C -PERGJEGJESIT GJENERALE TE KONTRAKTUESIT (Punékryesit)
C.1. MENAXHIMI | PROJEKTIT NGA KONTRAKTUESI

Kontraktuesi duhet té siguroj Planin e Sigurimit t& Cilésisé - PSC (Quality
Assurance Plan) pér menaxhimin dhe ekzekutimin e punéve ndértimore.

PSC-ja duhet té reflektoj strukturén menaxheriale dhe qgarté t€ pérshkrugj
detyrat, pérgjegjésité dhe fuqiné e secilit anétaré té stafit t&€ Kontraktorit.

Pérfagésuesi i Kontraktuesit dhe stafit t€ tij duhet té€ keté pérvojé dhe
kualifikim sipas kontratés, Ligjit t& RK-s& dhe ftipit dhe fushéveprimii punéve.

PSC-ja do té pérditésohet dhe té sigurohet prap cdo heré gé ka ndérrim né
personel.

Kontraktuesi do t€ jeté pérgjegjés pér sigurim té kualitetit t&€ materialeve,
punés dhe proceseve gé jané né pajtueshméri me kérkesat e specifikacionit.

Kontraktuesi do té jeté pérgjegjés t& mban regjistér té té gjithé materialit té
dorézuar né vend-punishte apo té implementuar né ndértim dhe mund té
qaset pér shgyrtim nga Mbikéqgyrési apo Autoriteti Kontraktues. Gijithashtu,
Kontraktuesi do té mban arhiv t€ té gjitha korespodencave dhe
instruksioneve.
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Kontraktuesi para fillimit t&€ punéve, duhet té&€ dorézoj tek mbikéqyrési Tabelén
e organizimit e cila pérmban emrat dhe detyrat e personelit kyq.

C.2. APROVIMI DHE INSTRUKSIONET NGA MBIKEQYRESI

Té gjitha kérkesat pér instruksione, aprovim t&€ dokumenteve dhe vizatimeve
duhet té dorézohen tek mbikéqyrési. Mbikéqyrési éshté i vetmi aktor i cili
mund 1€ jap instruksione, drejtim apo aprovim tek Kontraktuesi.

Mbikéqyrési do té€ mbikéqyr punét dhe jap instruksione sipas Ligjit t€ Ndértimit
dhe kérkesave gé dalin nga ky ST dhe Konfrata.

Aprovimet, instruksionet dhe direktivat e dhéna nga mbikéqyrési nuk e lirojné
Kontraktorin nga detyrimet dhe pérgjegjésit e fij sipas kontratés.

C.3. TAKIMET E PROGRESIT

Mbledhjet e rregullta té€ pérparimit do té€ zhvillohen me njé frekuencé gé do
té pércaktohet s& bashku me Mbikéqgyrésit dhe Autoritetin Kontraktues.

C.4. PROGRESI | NDERTIMIT

Kontraktuesi duhet té dorézojé fotografité me ngjyré té progresit 1€ ndértimit
né dy kopje fizike dhe version dixhital né bazé ditore ose javore/mujore. Kéto
fotografi do té sigurojné njé regjistér té té gjitha aktiviteteve ndértimore.

Fotot e gjendjes ekzistuese duhet t& merren para fillimit t€ punés né ndonjé
strukturé pérvec atyre gé do té& demolohen.
C.5. DOKUMENTACIONI | PUNES

Kontraktuesi éshté pérgjegjés té ia siguroj Mbikéqyrésit dokumentacionin
pérkatés sipas regulloreve lokale né fuqi. Kontraktori do t&€ mban/mirémban
dokumentacionin e punés si vijon:

e Ditarin ndértimor

e Librin ndértimor

e Té gjitha certifikatat e nevojshme (pér material, paisje dhe tjera) gjaté
ekzekutimit & punéve.

Kontraktuesi duhet t& mbaj Ditarin ndértimor dhe t& dorézon Librin ndértimor
t& punéve té ekzekutuara. Libri ndértimor duhet t€ kontrollohet dhe
aprovohet nga Mbikéqyreési.

Kontraktuesi duhet té fus t&€ dhénat si vijon né Ditarin ndértimor:

e Numrin dhe kudalifikimin e punétoréve gé ekzekutojné punét
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e Numrin dhe tipin € makinerisé sé& ndértimit t& pérdorur pér ekzekutim té
punéve

e Sijané ekzekutuar punét dhe nése ka ndonjé devijim nga projekti apo
kontrata.

C.6A. DETAJE DHE PLANE / VIZATIME PUNE

Dokumentat e tenderit t€ pérgatitura duhet té shihen si njé bazé udhézuese
pér Kontraktuesin i cili pastaj, pérgatit veté planet/vizatimet e punés dhe
llogaritiet e faturave. Né lidhje me kushtet pér pérdorimin e planeve,
dokumentave dhe objekteve té punés duhet t&€ béhet e qarté se shénimet
né plane, lidhur me gjendijen, jepén vetém si/pér informacion. Kontraktuesi
duhet gé personalisht t& sigurohet pér kushtet né té€ cilat do teé kryerj
punimet. P&r mé tepér, ndértuesi éshté i detyruar t€ pershtas ndryshimet,
pérmiresimet né€ plane si dhe té pérshtas e té€ béjé ndryshimet e nevojshme
né ményre gé€ plani té jet€é né pérputhje me lejet e ndértimit. Planet e
ndryshuara té paraqitura nga ndértuesi zbatohen vetém pas miratimit té
mbikéqyresit t€ ndertimit. Planet/vizatimet e punés dhe detajet gé vijojné
duhet t'i paragiten pér miratim autoritetfit kontraktues nga ndertuesi, té
paktén 10 dité kalendarik pérpara fillimit 1€ punimeve.

Né gofté se ndértuesi kérkon ndryshime né dokumentat e tenderit, ateheré
ai duhet t'i parages mbikéqgyresit 1€ ndéertimit njé pérshkrim té€ ndryshimit
dhe té specifikoj me hollési kerkesat, rreziget dhe pasojat ge do té keté ky
ndryshim né projekt, sidomos implikimet financiare dhe kohézgjatja.

Té gjitha planet/vizatimet e dorezuara nga kontraktorét duhet t€ jené té
vizatuara né shkallé té lexueshme e t€ gartée dhe me pérmasat e duhura e
té sakta. Mbas miratimit t& planeve nga bordi drejtues i ndértimit, pergatiten
vizatimet e planeve pérfundimtare né t& pakten 3 kopje/ekzemplare, gé
pastaj i dorézohen mbikéqgyresit. Planet duhet t&€ nénshkruhen nga ndértuesi
me firmé dhe daté. Ndonjé ndryshim i mundshem né lidhje me planin fillestar
ose ndonjé plotésim duhet té fregohet né plan me ané té njé tabele, né
menyré té garté dhe dhe jo t& dykuptimté. Miratimi nga autoriteti kontraktues
i planeve zbatuese dhe té€ gjitha dokumentave té fjera té parashtruara nga
ndértuesi, qofshin kéto né lidhje me punimet apo ndértimet e rrugéve,
zbatimin apo menyrén e kryerjes s€ punimeve, nuk e shkarkon ndértuesin nga
pérgjegjesia e cila mbetet e ploté, si pér natyrén e punimeve ashtu edhe pér
mbarévajtien e tyre.

E gjithé korespondenca, dokumentat, planet e dorézuara nga ndértuesi jané
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né shqgip dhe né anglisht pérvec se né rastet kur 1€ dy palét bien dakort gé
ndonjé dokument, mund té jeté vetem né shqip.

C.6B. DOKUMENTACIONI (AS BUILT)

Né bazé té punéve té ekzekutuara, dokumentacioni teknik “as built” do té
pérgatitet nga Kontfraktuesi dhe té dorézohet tek Mbikéqyrési (sipas Ligjit té
Ndértimit dhe Planifikimit).

Vizatimet “as built” pér té gjitha punét e ekzekutuara duhet té€ dorézohen né
form digjitale dhe 3 (tre) kopje té shtypura dhe té lidhura, t& nénshkruara nga
Projektuesi pérgjegjés dhe Mbikéqyrési.

Kontraktuesi éshté i obliguar t& ndihmon Pérfituesin gjaté pranimit teknik nga
Autoritetet Komunale (né raste kur aplikohet) dhe té béné pérmisimet e
nevojshme né dokumentacionin e dorézuar dhe vizatimet sipas kérkesés sé
autoriteteve me géllim t& marrjes sé lejes sé pérdorimit.

C.7. MANUALET E OPERIMIT DHE MIREMBAJTJES TE PAISJEVE

Manualet e pérdorimit / mirémbajties duhet t& pérgatiten né gjuhén Shqipe,
né 3 kopje dhe té jené t& aprovuara nga Mbikéqgyrési né emér té Autoritetit
Kontraktues.

Kontraktuesi duhet gjithashtu t€ ofroj t€ gjitha pjesét rezervé dhe artikuj té
m’'veshjes (filterat, kapakéve, pocave, etj) gé kérkohet pér t&€ operuar né
objekt pérgjaté periudhés sé& kohés té€ caktuar né kontraté dhe té pérgatis
listén e artikujve gé Pérfituesi do té€ duhet té blej pas periudhés s& garancionit
né ményré gé objekti t&€ mirémbahet korrekt dhe profesionalisht.

C.8. TRAJNIMI

Kontraktuesi do té jeté pérgjegjés pér tfrajnimin e stafit teknik 1€ zgjedhur nga
Pérfituesi, t€ trajnimit né terren pér cdo lloj paijisieje dhe aplikimi teknik dhe ta
informon até pér Specifikimet e mirémbajtjes sé rregullt, 1€ gjitha né pérputhje
specifikimet teknike.

Trajnimi, né minmum, duhet té€ pérfshijé:

- Operimin dhe kuptimin e sakté té& paisjeve, sistemit t€ kontrollit dhe
teknologjisé sé aplikuar;

- Procedurat e mirémbaijfjes;
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- Prokurimin e pjeséve rezervé dhe sendeve 1€ fjera gé& kérkojné
zévendésim.

Trajnimi do té€ bazohet né sistemet aktuale, paijisijet e instaluara dhe né
zbatimin e orareve té operimit dhe mirémbaijtjes t& pérshkruara né Manualet
e Operimit dhe Mirémbaijtjes t& pérgatitura dhe té siguruara nga Kontraktuesi
té gjitha pér t'v miratuar nga Mbikéqyrési.

C.9. PRANIMI | VEND-PUNISHTES DHE PERIUDHA E GARANCIONIT PER
PUNET E KRYERA

Para Pranimit t& Pérkohshém, Kontraktuesi né bashképunim me Mbikéqyrésin
pérfundimisht  kontrollojné nése éshté paraqgitur né fakt i gjithé
dokumentacioni gé éshté kérkuar.

Punét riparuese té€ Kontraktuesi pas Pranimit t& Pérkohshém i nénshtrohen té
njéjfave kushteve té& kontrollit si puna para Pranimit té&€ Pérkohshém.
Dokumentacioni pasues i kontrollit i dorézohet Autoritetit Kontraktues pérpara
skadimit t& Periudhés s& garancionit té& punéve.

Dokumentacioni origjinal né dosien e kontrollit do t&€ mbahet me
Kontraktuesin pér t&€ paktén 5 vjet pas Pranimit Pérfundimtar.

C.10. E DREJTA PER QASJE DHE AUDITIM

Autoritetit Kontraktues do t'i garantohet qasje e pakufizuar né cdo kohé pér
té gjitha dokumentet dhe dokumentacionin e sigurimit té€ cilésisé gé lidhen
me Kontratén. Kjo gjithashtu pérfshin t& njéjtin akses té€ pakufizuar né té gjitha
pjesét e objektit.

Kur Autoriteti Kontfraktues déshiron qasje te furnizuesit, prodhuesit ose
nénkontraktorét, Mbikéqyrési do t'i njoftojé me shkrim Konfraktuesin, me té
cilin do té pércaktohet koha dhe objekti i vizités me marréveshjen e té gjitha
paléve té pérfshira.

Autoriteti Konfraktues mund gé&, pa njoftim, t€ kryejé auditime cilésore pér té

verifikuar gé Sistemi i Sigurimit t& Cilésisé (QAS) éshté zbatuar plotésisht nga
Kontraktuesi.

PJESA D - SHENDETI, SIGURIA DHE MBROJTJA E AMBIENTIT
D.1. SHENDETI DHE SIGURIA

Duke mos limituar obligimet e Kontraktuesit sipas Kushteve té€ Kontratés, ai do
t€& merr t€ gjitha masat paraprake t€ nevojshme pér sigurim 1€ shendetit,
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siguris€é dhe mirégenies sé stafit, punés dhe personave té tjeré té€ autorizuar
gé jané né vend-punishte sikurse té€ vizitorve dhe paléve té freta.

Kontraktuesi do té:

Jeté né pérputhje té ploté€ me Ligjin pér Siguri dhe Shéndet né puné,
Caktoj njé anétar té stafit pérgjegjés pér té gjitha géshftjet e lidhura me
shéndetin dhe siguriné gjaté kohézgjatjes sé kontratés sipas regulloreve
té RK-&s,

Siguroj dhe mirémban paisjet né gjendje t€ sigurt t€ punés dhe
adapton metoda té sigurta té punés,

Adapton metoda té pérdorimit, trajtimit, deponimit, tfransportimit dhe
asgjésimin e materialeve/stubstancave gé nuk jané t&€ démshme pér
shéndetin dhe siguriné,

Siguron dhe mirémban ndricim adekuat, shenjézimin dhe thurjen me
gardh té punéve,

Siguron veshje mbrojtése adekuate dhe paisje té sigurta, duke pérfshiré
informacion, instruksion, trajnim dhe mbikéqyrie té tillé sig jané té
nevojshme pér sigurim t& shendetit dhe sigurisé pér té gjithé personat e
punésuar né apo gé hyjné né vend-punishte né lidhje me punét.

Paisjet e sigurisé do té pérfshijné mirépo jo té limitohen vetém né:

o helmetat e sigurisé
képucé mbrojtése
syzet e siguris€, syze té saldimit dhe mbrojtés té tjeré té syve
mbrojtés té veshéve
paisjet (ripat) e sigurisé
jelek reflektues

o fikés zjarri
Siguron dhe mirémban qasjen tek té€ gjitha vendet né vend-punishte né
nj€ gjendje gé éshté e sigurt dhe gé nuk ka rrezik t& |éndimit,
Siguron dhe mirémban ujé adekuat, siguron mbledhjen dhe trajtimin e
duhur higjienik t& ujérave té zeza, né pérputhje me ligjet dhe té gjitha
aktet nénligjore lokale pér té gjitha zyrat apo punétorité e ngritura né
vend-punishte,
Siguron dhe mirémban njési adekuate sanitare né lokacione ku kryhen
PUNET,
Cakton njé anétar té stafit té tij 1€ jeté pérgjegjés pér siguri t€ punéve
pérgjat periudhave t€ ndalesave dhe té njofton Mbikéqyrésin pér
kontakt detajet e personit pérgjegjés,

© O O O
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e Raporton t&€ gjitha aksidentet tek Mbikéqyrési dhe autoritetet pérkatése
né kohén e ndodhis€ apo sa mé herét gé éshté e mundur,

e Sigurimi dhe mirémbajtja e stacionit t& ndihmés sé& paré, té paisur né
ményré adekuate, né vend-punishte.

D.2. TESTIMI DHE CERTIFIKIMI | MAKANIZMIT DHE PAISJEVE

Kontraktuesi duhet té siguroj dhe mirémban paisjet (aparaturat) pér ngritje,
ngulitie dhe transportim t€ materilave dhe duhet té jeté né pérputhje me té
gjitha kérkesat e rregulloreve né fuqgi pér késo puné.

Té gjitha paisjet duhet rregullisht t&€ mirémbahen sipas rekomandimet dhe
standardet e prodhuesit, sipas ligjeve lokale dhe rekomandimeve té
autoriteteve lokale.

Kontraktuesi duhet t& caktoj personel kompetent pérgjegjés pér operim té té
gjitha paisjeve. Ata duhet té sigurojné déshmi gé kané kaluar trajnimet dhe
kané licencén pérkatése pér operim t€ paisjes specifike.

Té gjitha paisjet teknologjike (me certifikatat testuese)gé pérdoren né ose
rmeth vend-punishtes duhet t€ jené té paisura me pjesé mbrojtése té
nevojshme.

Transportimi i cfardo materiali nga Kontfraktuesi duhet t& béhet né automjete
té pérshtatshme, té cilat nuk shkaktojné derdhje kur jané té€ ngarkuar dhe té
gjitha ngarkesat duhet té& jené té siguruara né ményré té duhur. Cdo
automjet duhet t&€ largohet nga vend-punishija i cili nuk plotéson kété kriter
apo té regullave dhe ligjit t&€ trafikut rrugor.

Kontraktuesi duhet ti jap gasje né vend-punishte né cdo kohé té secilit insititut
té jashtém té autorizuar apo ekspert gé zhvillojné inspektimet e sigurisé.

D.3. MBROJTA NGA ZJARRI

Gjaté ekzekutimit té€ kontratés, Kontraktuesi do 1€ béné rregullimet e
nevojshme pér mbrojtien e punéve té pérhershme, atyre t&€ pérkohéshme
dhe pronave té ngjiura nga zjarri dhe, nése kérkohet, do ti jap autoriteteve té
zjarrit qajse né té gjitha hapésirat periodikisht pér inspektim t&€ masave té
ndérmarra té€ mbrojtjes nga zjarri.

Kujdes té& vecant duhet ti kushtohet né lidhje me paisjen e saldimit me hark
elekirik, oksi-acitien paisjeve prerése apo proceseve fiera gé pérfshiné
pérdorimin mjeteve ndezése. Rregullime t€ vecanta jané té€ domosdoshme
pér deponim té |éngjeve shumé ndezése né vend-punishte.
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Kontraktuesi do té largoj t€ gjitha mbeturinat dhe materialet té€ natyrés
ndezése dhe ndérmerr hapa té tjeré nése kérkohet nga Mbikéqyrési mirépo
kjo nuk e liron Kontraktuesin nga ndonjéra prej obligimeve sipas kontratés.

D.4. MBROJTJA E MJEDISIT

Kontraktuesi do t& ndérmerr té gjitha masat parandaluese gé ekzekutimi i té
gjitha punéve dhe té gjitha operacioneve té lidhura né dhe jashté vend-
punishtes t& zhvillohen né pajtueshméri me kérkesat e rregulloreve t€ mjedisit.

Masat pér mbrojtien e mjedisit gé duhet vézhguar gjaté ekzekutimit té
punéve ndértimore, jané si vijon:

Materiali demolues — Ripérdorimi i materialit t€ demoluar mund té pérdoret
pér mbushje t&€ kanaleve, gérmimeve apo themeleve, pérvec né rastet kur
éshté i kontaminuar apo kur identifikohet material i rrezikshém si azbesti.
Kontraktuesi do té jeté pérgjegjés pér largm té sigurt mjedisor t€ secilit
material gé rezulton nga demolimi apo material tjetér nga vend-punishtja me
aprovim nga autoritetet lokale relevante né deponité e licensuara pér
mbeturina.

Dheu i gérmuar — Ripérdorimi i dheut natyral t& gérmuar, i cili Eshté i liré nga
komponentat kohesive, kripa, sulfati dhe/apo materialeve argjirore, mund té
pérdoret pér mbushje t€ kanaleve apo gérmimeve. Kontraktori do té jeté
pérgjegjés pér largim té sigurt mjedisor t€ materialeve surplus me aprovim
nga autoritetet lokale relevante né deponité e licensuara pér mbeturina.

Uji néntokésor — Ulje t& pérkohshme apo pérhershme té ujit néntokésor mund
té kérkohet. Kontraktori do té aplikon masat e duhura pér largimin e uijit sig
kérkohet dhe gjithashtu do té sigurohet gé masat adekuate jané
implementuar pér konftroll t& shkarkimit té ujit sipérfagésor.

Ndotja e ajrit — Ndértimi mund té shkaktoj ritje té€ pluhurit dhe paisjet e
ndértimit lirojné gazra. Duhet t& mirret né konsiderat aférsia e banimit né
raport me vendin ku zhvillohen punimet. Kontrollet normale té shéndetit dhe
siguris€ do té kérkohen pér mbrotje t€ popullates rezidente dhe atyre né
Evizje.

Ndotje akustike — Punét ndértimore mund té shkaktojné bezdi si shkak i
zhurmés. Konftrollet normale té€ shéndetit dhe sigurisé do té€ kérkohen pér
mbrotje té popullates rezidente dhe atyre né |évizje. Niveli i zhurmés do té
duhet té jeté né pajtueshméri me legjislacionin relevant né fuqi.
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D.5. MASAT PER ULJEN E NDIKIMIT NEGATIV NE MJEDIS

Me géllim té zvoglimit t& ndikimit negativ né mjedis, Kontraktuesi duhet té
ndérmerr veprime té nevojshme, si jané:

e Té krijon organizim té duhur pér ekzekutim t& punéve ndértimore, i cili
do té jeté né harmoni me rregulloret lokale té€ ndértimit,

e TE béjspérkatjen me ujé né vend-punishte,

e Té krijon organizimin e duhur pér kontrol té& gjendjes teknike té
makinerive me géllim té€ shmangjes aksidentale & rrjiedhjes sé vajit,

e Té specifikon sasiné dhe ftipin e mbeturinave dhe menyrén se si
mendohet t& béhet largimi dhe transportimi i tyre nga vend-punishtja,

e Masat pér konservim té shpejt t€ punéve té papérfunduara gé jané né
kushte jo té favorshme.

PJESA E - MATERIALET

Té gjitha materialet e pérdorura duhet t€ jené t€ kualitetit mé té lart, sig
specifikohet dhe pérshkruhet né Specifikacion, Projekt, Vizatime dhe
Parmasé. Kur né Vizatime ose Paramasé produktet jané marka (brend), kjo
duhet t€ nénkuptohet gé mund té plotésohet mé tepér or té njejté. Kéto
materiale do té prokurohen nga prodhues dhe furnitor t& aprovuar.

Kontraktori duhet 1€ keté né konsideraté klimén lokale dhe kushtet e fjera
mijedisore kur zgjedhe dhe propozon materialet. Kualiteti i materialeve duhet
té€ konfirmohet nga atestet dhe certifikatat e furnitorit, t€ gjitha sipas ST dhe
rregulloreve té RK-€&s.

E.1. ORIGJINA

Certifikata e origjinés duhet ta shogéroj produktet gé déshmojné se furnizimet
kané origjin nga shtetet e cekura né Kushtet e Pérgjithshme té Kontratés.

E.2. KONFORMITETI | MATERIALEVE

Té gjitha materialet e implementuara gjaté ndértimit duhet 1€ jené né pajtim
me:

e Kérkesat e legjislacionit t& RK-€s;
e Rregullativin (BE) Nr 305/2011;

e Specifikacionin teknik prezent;

e Kérkesat e projektit detal.
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Té gjitha materialet duhet t€ shogérohen me certifikata t€ kualitetit pér té
déshmuar harmonizimin me kérkesat e caktura né Projektin Detal, Specifikime
dhe Kodet pér puné inxhinierike ndértimore.

Kontraktuesi duhet té€ béj pérpjekte t& mjaftueshme t& prokuron materialet e
specifikuara. Kur, pér shkak té& arsyeve té€ ndryshme, materialet e kérkuara
nga Konfrata nuk jané né dispozicion, materialet zévendésuese mund té
pérdoren por me aprovim paraprak 1€ Mbikéqyrésit.

E.3. INSPEKTIMI DHE TESTIMI

Pérgjaté zhvillimit t&€ punéve, t€ gjitha testet e nevojshme do t€ béhen mbi
materialet dhe punén e kryer me té géllim té sigurimit g& ato jané né
pajtueshméri me kéto specifikacione teknike.

Té gjitha procedurat e testimit duhet t& béhen né pérputhje me Kushtet e
Pérgjithshme / t& Vecanta té Kontratés dhe me Specifikime Teknike.

Metodat e testimit

Té gjitha testet duhet t€ béhen né pérputhje me metodat standarde té
pérshkruara né vijim, sipas preferencés té urdhéruar nga mbikéqyrési .

- EN: Standardet evropiane
- KS: Standardet e Kosovés
- BS: Specifikimet e Institutit t& Standardeve Britanike (Shkurtesa: BS).
- DIN: Instituti Gjerman pér Normativa (Shkurtim: DIN).
- NF: Normativi Francez (Shkurtesa: NF)
- UNI: Normativi italian (Shkurtesa: UNI)
Pérvec késaqj, specifikimet standarde ose metodat e provave té organeve té

tlera mund té referohen né kété specifikim, ose mund té pérshkruhen
metodat e testimit kur nuk ekzistojné metoda standarde té€ pranueshme.

Kostoja e testimit

Kostoja e marrjes sé té gjitha mostrave, testimi i materialeve dhe puna e kryer,
t€ ndérmarra nga Kontraktuesi pér té siguruar pajtueshmériné me
Specifikimet, duke pérfshiré paragitien e certifikatave gé materialet e
furnizuara nga ai pérputhen me Standardet pérkatése ose specifikimet e
tjera do té konsiderohen t& mbuluara nga kontraktori.
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Testimet shtesé

Mbikéqgyrési ka t€ drejtén t€ marré cfardo mostre dhe t€ urdhérojé cdo test
shtesé mbi materialet apo punén e kryer nga kontraktuesi nése ka dyshime té
arsyeshme pér cilésiné e tyre. Asnjé pagesé shtesé nuk duhet 1€ béhet pér
kéto testime.

Mostra

Aty ku kérkohet gé& Kontraktuesi té€ dorézojé mostrat e materialeve ose
pérzierjeve tek Mbikéqyrési pér miratim para pérdorimit t€ tyre né Puné,
pérdorimi i kétyre materialeve ose pérzierjeve pa miratimin me shkrim té
mbikéqyrésit do té€ pérbéjé mospérmbushje té obligimit nga ana e
Kontraktuesit pér pasojat e t€ cilave do té jeté pérgjegjése ai. Té gjitha
mostrat duhet t& dorézohen né kohé té mjaftueshme pér testim té€ duhur.

E njéjta vlen edhe pér testimin e materialeve pérfunduese pér pérdorim té
brendshém dhe té jashtém.
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PJESA F - PERSHKRIMI TEKNIK PER EKZEKTUIM TE PUNEVE

1. PUNET PERGATITORE

1.1.1 Rrethimi i punishtes dhe punét pérgatitore

- Rrethoja e téré Punishtés, t&€ punohet me njé gardh t&€ pérkohshém dhe
jo transparent, me larté€si min. 2.00m pérgjaté téré perimetrit 1€ objektit. Né
kuadrin e gardhit dhe né pozicionet kyce té shénohen mbishkrimet
"zoné e punimeve” dhe "ndalohet hyrja” , duke respektuar poashtu ligjet dhe
rregulloret né fuci né Republikén e Kosovés pér veprimet e filla pér
persona té cilét nuk jané té kycur né stafin e realizimit t& punimeve, si dhe
té vendosen shenjat orientuese jashté dhe brenda gardhit rrethues.

- Punékryesi té fabrikoj dhe té€ mirémbaj njé shenjé identifikuese té projektit
me dimensione 2 metér me 1.5 metér e mbéshtetur sigurt né hyrje té
punishtés.

- Punékryesi t&€ montoj né punishte aparate adekuate pér fikign e zjarrit,
me pluhur dhe me gaz duke i mbuluar cdo piké té rrezikuar nga
shpérthimi i zjarrit - Pérvec kur parashikohet ndryshe nga Mbikéqyrési
dhe/ose Punédhénési, Punékryesi me veprimet e fij nuk do té& pengoj
ndonjé rmugé apo qasje né ndértesa t€ tjera dhe as té thyej ndonjé
gardh dhe as té€ pengoj ndonjé kullim apo rrjedhé té ujit, por né qofté se
pengesa té filla ndodhin ai duhet menjéheré ti largoj kéto pengesa dhe té
riparoj démet e shkaktuara.

- Punékryesi éshté i obliguar gé gjaté téré procesit 1€ punimeve, nga dita
e paré e fillimit t& punimeve dhe deri né ditén e pranimit provizor teknik,
né lokacion té béjé furnizimin kryesor dhe alternativ me rmymé elektrike, ujé
té€ pijés, ujé industrial, largimin e t& gjitha mbeturinave, mbrojtien e
mijedisit dhe ambientit, efj. Té gjitha kéto sisteme dhe pajisie shérbejné
pér realizm té€ punimeve, dhe me rastin e pérfundimit 1€ punimeve té
gjitha duhet té largohen pa IEné gjurmé fizike, ekonomike dhe juridike.

- Né kuadrin e kétyre punimeve hyjné edhe kompletimi i hapésirave
dhe objekteve té pérkohéshme té& zyrave pér staf dhe mbikgyrésit,
hapésirat e depove, WC pér punishtén, etj — sipas standardeve dhe
instruksioneve nga organi mbikéqyrés.

- Punékryesi éshté i obliguar gé t'i zbatoj té& gjitha masat ligjore té sigurisé
pér personat dhe pasurité gjithashtu.

- Me rastin e pérfundimit t& punimeve, punékryesi éshté i obliguar gé té
béjé pastrimin gjithépérfshirés té€ punishtés né baza ditore dhe periodike,
gjithashtu edhe até perfundimtar.
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2. PUNET E DEMONTIMIT, DHEUT DHE ZHAVORRIT

2.1. PUNET E DEMONTIMIT

2.1.1. Demontimi i pllakave ekzistuese té sheshit.

- Termi “Demontim” do té thoté té€ hegésh me kujdes njé apo mé shumé
pjesé té njé objekti apo strukture duke mos démtuar pjesét tjera.
Té gjitha materialet e nxjerra nga demontimi duhet t€ deponohen sic duhet /
t€ grumbullohen dhe té€ jené proné e Pérfituesit, pérvec nése specifikohet
ndryshe nga Mbikéqyrési dhe do té€ mbahet né ruajtje té sigurt deri sa té
dorézohen tek Pérfituesi / Pérfagésuesi i Autorizuar apo té ri-pérdoren (ri-
vendosen) né objekt. Ato duhet t& renditen, ngarkohen né automjete dhe
transportohen né njé vend té specifikuar nga Mbikéqgyrési deri né 10 km larg.

-Té gjitha materialet e demontuara apo demoluara gé nuk jané té
servisueshme (t& dobishme), mbeturinat dhe tfjera duhet té transportohen né
deponiné e autorizuar apo ndryshe nése udhézohet nga mbikéqyrési.

-Duhet t& ndérmirren t&€ masat paraprake t&€ nevojshme pér té zvogluar né
minimum zhurmén dhe pluhurin.

-Demontimi duhet té€ béhet duke larguar té fiksuarat me paisje adekuate
dhe jo duke i shgyer apo coptuar.

2.1.2 Demontimi i shiyllés sé ndrigimit

-Né perimtér t& hapésirés né té cién éshté parashikuar ndértimi i objektit,
gjindet nje shtyllé ndricimi. Ajo shtyllé duhet t&€ demontohet dhe té
transportohet né nj évend té specifikuarf nga Mbikéqgyrési deri ne 10km larg.

-Né punishte, duhet shikuar mundésiné e pérdorimit té furnizimit ekzistues
té€ kétij ndricimi pér ndricimin e ri t€ jashtém dekorues, né té€ kundértén
furnizimi duhet té eliminohet né burim (né kuti shpérndarése ose fizikisht té
ndrépritet dhe izolohet nése vjen si lidhje garkore nga ndonjé shtyllé tietér né
aférsi).

2.2 PUNET E DHEUT DHE ZHAVORRIT

2.2.1 Gérmimi i zhavorrit ekzistues.

-N€é bazé té projektit kryesor — zbatues té sheshit, del gé nén pllakat e gurit
ka shitresé guri (zhavorri) me trashési rreth 60cm me frakasion té miksuar (réré,
0-32 dhe 0-64mm). QEllimi i kétij pozicioni éshté largimi i shiresave té filla dhe
krijimi i shtratit pér punimin e themelit shiritor sipas projektit kryesor.

-Gjaté punimit té€ kétij pozcioni, t& kihet parasysh edhe né punét e
shkarkimit/kygjes né& pusetat kryesore nga objekti pér ujé té pijshém,
kanalizim, ujé atmosferik dhe mymé. Pér mé shumé, shih pjesén tekstuale dhe
grafike té Instalimeve Elektroteknike dhe Ujé-Kanalizim.
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-Té mirren t€ gjitha masat preventive dhe té siguris€é pér gérmim né
sipérfage dhe né thellési. Materiali i gérmuar pjesérisht 1€ deponohet né
lokacion pér ripérdorim (sipas vleresimeve né teren), pjesa fjetér té largohet
né deponi adekuate — jo mé larg se 10Km nga punishtja.

-Gjaté realizimit té€ kétij pozicioni, punékryesi duhet té€ keté kujdes té shtuar
gjaté punés gé té mos démtoj infrastrukturén ekzistuese néntokésore (ujé€,
kanalizim, rrymé, PTT, etj) gé mund té kalon aty. Cdo démtim i infrastrukturés
ekzistuese néntokésore gé nuk éshté pjesé e kétij projekti, duhet té kthehet né
gjendje té rregullt funksionale nga punékryesi me shpenzimet vetanake.

2.2.2. Gérmimi i dheut té kategorisé sé trete.

-Né bazé té projektit kryesor — zbatues té sheshit, shiresa e dheut gé duhet
gérmuar fillon né thellési prej +- 60cm. Qé&llimi i kétij pozicioni éshté largimi i
kétyre shtresave t& dheut pér krjimin e hapésirés dhe shiratit pér shputén e
themelit sipas projektit t& dhéné.

-Gjaté punimit t& kétij pozicioni, t&€ kihet parasysh edhe né punét e
shkarkimit/kygjes né pusetat kryesore nga objekti pér ujé té pijshém,
kanalizim, ujé atmosferik dhe mrymé. Pér mé shumé, shih pjesén tekstuale dhe
grafike té Instalimeve Elekiroteknike dhe Ujé-Kanalizim.

-Té mirren t€ gjitha masat preventive dhe t€ siguris€é pér gérmim né
sipérfage dhe né thellési. Materiali i gérmuar pjesérisht 1& deponohet né
lokacion pér ripérdorim (sipas vleresimeve né teren), pjesa fjetér té largohet
né deponi adekuate — jo mé larg se 30Km nga punishtja.

-Para fillimit t& punéve ndértimore pér themel, dheu i gérmuar tek pjesa e
themelit duhet ngjeshur (kompaktésohet) me makineri pér t€ arritur ngjeshjen
min 8 Mpa.

-Gjaté realizimit té€ kétij pozicioni, punékryesi duhet té€ keté kujdes té shtuar
gjaté punés gé té mos démtoj infrastrukturén ekzistuese néntokésore (ujé€,
kanalizim, rrymé, PTT, etj) gé mund té kalon aty. Cdo démtim i infrastrukturés
ekzistuese néntokésore gé nuk éshté pjesé e kétij projekti, duhet té kthehet né
gjendje té rregullt funksionale nga punékryesi me shpezimet vetanake.

2.2.3. Mbushja, planifikimi dhe kompakeétsimi i zhavorrit me fraksion

0/60mm dhe 0/31.5mm.

-Materiali i zhavorrit duhet t€ pérdoret nén shtresén e betonit dhe €& béjé
ndarjen e betonit nga toka. Zhavorri duhet té shérbejé edhe si njé mundési e
rrities s& aftésis€ mbajtése té shtresés sé& tokés né té cilén fundohet
objekti, njéherit té€ shérbeje edhe si nj& mundési drenazhimi té objektit
nén themel, duhet té keté ngjeshjen adekuate. Zhavorri i cili do té pérdoret
né shiresén para betonit duhet té jeté fraksion 0-31 mm dhe t&€ mos keté
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pérbérie té€ dheut dhe te grimcave té pluhurit mé shumé se 5%. Moduli
i ngjeshjés sé& zhavorrit duhet té arrinet kompaktésia dhe soliditeti adekuat
(Mpa).

2.2.4. Mbushja, planifikimi dhe kompakétsimi i materialit me fraksion

0/Tmm.

-Eshté réré nga guri i bluar (guréthyesja), pér vendosjen nén pllakat e
sheshit gé do té ri-vendosen, mbéshtjellien e instalimeve nén nivelin e
terenit dhe pozicione fjera té€ nevojshme.

-Agregati dhe materiali plotésues duhet t&€ pérmbaj grimca t€ plota
t€ guréve té€ thyer, zhavorrit, rérés dhe pa materie si, rrénjé dhe materiale
organike.

-Agregati duhet té jeté i klasifikuar dhe nuk duhet té€ dalloj prej
maksimumit né minimum prej kufive té€ specifikimit pér teste té
nj€pasnjéshme.

-Secila shiresé me zhavorr duhet t€ ngjeshet me pqjisje t€ miratuara dhe
té& konftrollohet pér pérputhshméri me specifikimet e densitetit para
vendosjes s€ shtresés tjetér. Testet né vend té punés duhet t€ kryhen né
pérputhshméri me procedurat testuese.

-Testimi duhet té jeté né pajtueshméri me standardet pér densitet té
vendosura nga testi pér kontrollimin e ngjeshjes pér materialet granulare gé
kérkohet para vendosjes sé shiresés s& ardhshme.

3. PUNET E BETONIT, ARMATURES DHE KONSTRUKSIONIT METALIK
Pérshkrimi i strukturés
Projekti éshté pérpiluar né bazé té rregullave né fuqgi t€ kohés, nése
ndryshojné rregulloret e projektimit derisa objekti éshté né funksion, atéheré
duhet té€ béhet ridimensionimi i strukturés. Jetégjatésia e projektuar e
strukturés éshté 50vite. Objekti mund té iu nénshtrohet ndikimeve nga termeti
mé sé& shumti njéheré gjaté jetés sé fij.

Rregullat dhe kodet e aplikuara pér projektim
Pér projektimin e objektit né fjalé jané aplikuar metodat e parapara né
rregulloret ndérkombétare té€ projetkimit EUROCODE.

e Bazat e projektimit t& strukturave: EN 1990, EUROKOD 0

e Veprimet e pérgjithshme né struktura, peshat véllimore t&€ materialeve

ngarkesat e pérhershme dhe té pérkohshme: EN1991, EUROCODE 1
e Projektimi i strukturave nga betoni: EN1992, EUROCODE 2
e Projektimii strukturave nga celiku: EN1993, EUROCODE 3
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e Projektimi gjeomekanik — Pjesa 1, Rregullat e pérgjithshme: EN 1997,
EUROCODE 7

Metodat e analizés dhe dimensionimit té elementeve té strukturées

Pér analizén e strukturés éshté pérdorur metoda e elementeve € fundém
(MEF) me ndihmén e softveréve t&€ avansuar duke e ngritur edhe modelin
matematikor né€ 3D ku éshté béré edhe ndarja e rrjetave (elementeve té
fundém) né ményré automatike pér elementet lineare t€ strukturés (shtylla
dhe ftraje).

Pér dimensionim jané pérdorur rregullat dhe kodet e lartpérmendura.

MATERIALET E PERDORURA

Sa i pérket punéve té dheut dhe mbushjes me zhavor si dhe sigurimin e
gropés ndértimore duhet té respektohen té gjitha elaboratet pérkatése si
dhe analizat gieomekanike pér projektin né fjalé. Té dhénat e méposhtme
pér kéto puné jané rekomandime dhe nuk vlejné para elaborateve
pérkatése vetém nése kéto pérshkrimet jané mé né favor té sigurisé sé
strukturés dhe té proceseve t€ punés.

Gérmimi i dheut

Dheu i cili duhet t& gérmohet pér projektin né fjalé duhet t& gérmohet sipas
projektit pér ekzekutimin e punimeve duke i'u pérshtatur nivelit t& dhéné né
projekt. Gjaté kryeries s& punéve té gérmimit duhet t&€ merren masat
mbrojtése pér pengimin e rréshqities s& dheut né pérputhje  me normat
pérkatése teknike ose sipas elaboratit 1€ mbrojties s&€ gropés ndértimore.
Kryesi i punimeve éshté pérgjegjés pér kété ose sipas marréveshjes me
investitorin.

Kryerja e punéve té€ mbushjes Punét e zhavorit

Pasi té largohet sasia e dheut e paraparé me projekt-elaborat atéheré,
duhet té€ béhet planifikimi dhe rrafshimi i pllatosé dhe té€ béhet ngjeshja me
cilindér vibrues me peshé prej 12 ton, pasi té€ arrinet moduli i ngjeshjes Ms=200
kg/cm? (30 Mpa) duhet té& béhet shtruarja e gjeotekstilit kualitativ i paraparé
pér kéto puné. Pikat né té cilat béhet matja duhet té€ pércaktohen nga
mbikqyrési si dhe patjetér duhet té keté proces verbale dhe raporte né té
shkruar ku duhet t& dokumentohen kjarté matjet e béra.

Punimi i shiresés sé& cakéllit dhe zhavori 0/63.5 mm
Punimi i shtresés mbajtése nga cakélli material rrethanor i pérshtatshém pér
mbushje me trashesi prej 50cm i ngjeshur mire Ms=50 Mpa, pas ngjeshjes ne
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shtresa ateheré vendoset shiresa e zhavorit 0/63.5mm me trashési t=15 cm
me granulometri t& miré i pérshtatshém pér mbushje, duhet té€ béhet
nivelizimi deri né +5 cm, duhet té€ béhet ngjeshja me cilindér vibrues me
peshé 12 ton ose mé té& madhe deri né arritien e modulit 1€ ngjeshjes Ms=50
Mpa, gjaté ngjeshjes materiali duhet té keté lagéshtiné optimale pér ngjeshje
sipas Proktorit Dpr 103%, matja e ngjeshmérisé sé zhavorit duhet té€ béhet me
pllakén rrethore @300 mm. Kryerja e procedurave té furnizimit, shtrirjes,
ngjeshjes dhe matjes s& modulit t€ ngjeshmérisé béhet nén kontrollén e
mbikgyrésit t€ pavarur. Shiresat té cilat duhet t&€ kompaktésohen duhet té
jené jo mé shumé se 15 cm. Pikat né té cilat béhet matja duhet té
pércaktohen sipas standardeve dhe nga mbikgyrési si dhe patjetér duhet té
keté proces verbale dhe raporte né té shkruar ku duhet t& dokumentohen
kjarté matjet e béra.

Punimi i shtresés s& tamponit nga materialii thyer 0/31.5 mm

Mbi shiresén nga zhavori 0/63.5mm duhet t& punohet shiresa nga materiali i
thyer nga guri gélgeroré i fraksionit 0/31.5 mm me trashési t=10 cm me
granulometri t&€ miré i pérshtatshém pér mbushje, duhet t&€ béhet nivelizimi
deri né £3 cm, duhet té€ béhet ngjeshja me cilindér vibrues deri né arritien e
modulit t& ngjeshjes Ms=50 Mpa (ose sipas elaboratit gieomekanik). Pikat né
té cilat béhet matja duhet té€ pércaktohen nga mbikgyrési si dhe patjetér
duhet té keté proces verbale dhe raporte né té shkruar ku duhet té
dokumentohen kjarté matjet e béra.

Punét e betonit

Kushtet pér kété lloj t€ punimeve jane rekomandime ashtu gé té aplikohen
pér té€ gjitha betonimet dhe betonaret né konstruksionet e hapura dhe ato
néntokésore gé do té pérdoren pér kryerien e punimeve gé jané |éndé e
kétijé projekti.

Kryesi i punimeve obligohet gé né punishté t&€ mbajé njé rregullore sipas sé
cilés zhvillohen punimet e filla. Té gjitha shgyrtimet dhe kontrollat e betonit té
cilat jané té& nevojshme ose té definuara né projekt duhet t'i kryejé
ndérmarrja e specializuar pér kéto géllime, zgjedhjen e kétyre institutive e
béné kryesi i punimeve né bashképunim me investitorin ose mbikgyrésin.

Gjat gjithé kohés sa zgjasin punimet né punishté kryesi i punimeve éshté i
obliguar gé té& mbajé shénime pér té gjitha proceset gé zhvilohen né
punisht€, kohén e betonimit, klasén e betonit, aditivet e shtuar né beton,
kohén e largimit t& pahive pas betonimit, sasiné e shpenzuar té té€ gjitha
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materialeve dhe shénimet tjera té€ nevojshme dhe té kérkuar nga organi
mbikqgyrés ose investitori.

Cimontoja

Cimontoja e cila pérdoret duhet t'i pérmbushé kérkesat sipas EC. Pér beton
duhet té érdoret cimentoja normalportland CP350. Nuk lejohet pérdorimi i
llojeve t& ndryshme té€ cimentove, dhe as lloje t€ njéjta t&€ cimentove nga
prodhuesit e ndryshém né elementin njejté konstruktiv i cili betonohet.
Cimontoja duhet t'i pérmbushé kérkesat e parapara né projekt dhe pér ¢'do
sasi e cila arriné né punishté duhet gé atesti ti prezentohet organit
mbikqyrés ku duhet té€ jepen edhe: klasa dhe ftipi i cimentos, fillimi dhe fundi i
lidhjes dhe kontrolli i lidhjes s& pérhershme. Né rast se shqyrtimet japin
rezultate negative cimentoja nuk duhet té pérdoret, po ashtu nése cimentoja
géndron mé gjat se 70 dité né punishte nuk duhet t& pérdoret pa u béré
shgyrtimet e  precizuara.

Shtesat e betonit-aditivet

Nése betonit i shtohen aditive pér aerizim, té ftillét duhet fi pérgjigjen
rregullave té EC. Pérdorimi i aditiveve duhet té lejohet nga organi mbikqyrés
(ose projektuesi i recetés sé& betonit), kurse kryesi i punimeve mban
pérgjegjésiné mbi kualitetin e tyre.

Receta e betonit dhe procesi i betonimit duhet té€ iu pérshtaten kushteve
klimatike sa i pérket kohés sé lidhjes (tfemperaturat e larta) dhe ngricat.

Agregati
Agregati guror i cili do t&€ pérdoret pér beton duhet 'i pérmbushé kriteteret

pér rezistencén né shtypje té gurit, dhe nuk duhet té pérmbaijé kurfar pérzierje
tietér nga argjila apo materiale té tlera organike dhe inoorganike té
démshme. Kryesi i punimeve éshté i obliguar t'i béjé té gjitha shqgyrtimet e
nevojshme pér vértetimin e agregatit i cili do té pérdoret. Gjaté punimeve
kryesi i punés do té konftrollojé dhe até: lagéshtiné e agregatit, pérmbaijtien e
kokérrzave mé té vogél se

0.09 mm, pastértia e agregatit né kuptimin e materjeve organike dhe
inoorganike.

Uji
Uji i cili do té pérdoret pér beton duhet té jeté i pastér pa asnjé shtesé, pa
materie organike, kimike, fekale, et]. t&€ cilat kané ndikim negativ né kualitetin
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e betonit. Uji i cili pérdoret pér pije konsiderohet i pastért dhe lejohet té
pérdoret pér beton, me pérjashtim & ujit me pérbérje té larté té klorit.

Pérzierja dhe fransporti i betonit

Betoni duhet té& pérzihet né ményré mekanike ose pérzierése, kurse
komponentet dozohen varé&sisht nga projektimi i betonit (receta me kg).
Pérzierési duhet té€ keté sinjalin i cili fregon pér kohén e njejt t&€ pérzierjes sé
betonit. Nése beni pushon para se té€ véhet né vepér nuk lejohet pérzierja e
sérishme, pérveq gjaté transportit ku kurrésesi nuk lejohet t& pushojé. Eshté e
ndaluar shtimi i sasisé sé ujit para vénies sé€ betonit né vepér.

Koha e transportit t& betonit né temperature 20°C nuk duhet té kalojé mbi 30
min, nése kalohet kjo kohé duhet t& béhen shqgyrtime gé té vertetohet se a
ka ndikim né kualitetin e  betonit

Skelet dhe kallupet

Skelet dhe kallupet té cilat duhet t€ pérdoren duhet t€ jené stabile, solide
dhe té géndrueshme ashtu gé gjaté procesit 1€ betonimit dhe menjéheré
pas betonimit t& mos shkaktohen ulje deformime apo edhe tkurrje te
elementeve konstruktive, t& ndryshojé forma e elementeve konstruktive té
objektit t& cilat jané betonuar. Para betonimit sipérfaget e pahive duhet té
jené té pastérta dhe té lyera me emulsion pérkatés si dhe pak para betonimit
té lagen me ujé.

Sipérfagja e elemeteve konstruktive pas largimit t&€ pahive duhet t€é jené té
léEmuara andaj pahité duhet t€ jené té zgjedhura. Organi mbikgyrés pas
kontrollit duhet té lejojé betonimin mirépo pérgjegjésia kryesore mbetet mbi
kryesin e punéve pér kualitetin e betonit, sasiné dhe pozitén e armaturés,
siguriné e skeleve dhe kallupeve. Largimi i pahive duhet t& béhet pasi betoni
ta keté arritur fortésiné e duhur sipas rregullave pér elementet vertikale dhe
horizontale.

Vuarja né vepér e betonit

Duhet kushtuar kujdes té shtuar transportit dhe vuarjes né vepér té betonit.
Pas hudhjes sé& betonit né kallupe ai duhet t&€ punohet dhe vibrohet para se
cimentoja té fillojé lidhjen. Betoni patjetér té€ vibrohet ashtu gé té fitojmé
beton kompakt dhe t€ arrijmé klasén e larté t€ betonit minimum klasén e
kérkuar né projekt, si dhe duhet gé té€ mos paragitet segregiminé beton.

Armatura g€ pérdoret pér armim
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Armatura e cila do té pérdoret duhet t'i pérgjigjet kérkesave té€ pércaktuara
té EC. Pér té gjithé konstruksionin duhet té& pérdoret celiku i klasés B500B ose
tietér nése éshté dhéné fjetér né detalet e armimit. Kryesi i punimeve ose
pergjegjési pér furnizim duhet té sigurojé atestet e aramturés. Para pérdorimit
armatura duhet té€ pastrohet nga ndytésirat e mundéshme pér shkak té
pengimit t& bashképunimit t&€ materialeve beton-armaturé. Armatura duhet
t€ punohet sipas detaleve té€ dhéna né projekt dhe pér c¢’'do ndryshim
eventual duhet té aprovohet nga organi mbikgyrés-projektuesi.

Armatura duhet té jeté sipas standardit EN10080.

STRESS-STRAIN GRAPH FOR A HOT ROLLED STEEL - B500C

CHARACTERISTIC TENSILE PROPERTIES - CELSA DUKTIL!

Yield strength (fy) 500 MPa

Stress ratio:
Tensile strength/Yield strength (fi/fy) 1.15t0 1.35 (")

€ elastic region € plastic region

Mirémbajtja e betonit

Pas betonimit, kujdes t& vecant duhet kushtuar mirémbajties s& betonit i cili
duhet mirémbaijtur ashtugé té evitohen plasartijtet pér shkak t€ largimit t&€ ujit
ose pér shkak té temperaturés sé krijuar nga lirimi i nxehtésisé né procesin e
lidhjes s& cimenots. Mirémbajtja mund té& behet me mbéshtjellie me
membrané, me spérkatjen me ujé ose lyerjen me emulsion pérkatés.

Mirémbajtja me ujé duhet té vazhdojé edhe pas largimit 1€ pahive, pjesét e
rrafshta, elementet horizontale dhe vertikale duhet 1€ mbulohen me material
té& pérshtatshém dhe té spérkaten me ujé kohé pas kohe. Edhe pas
menjanimit té€ kallupeve duhet t&€ vazhdohen me mbrojtie membranore gé
nénkupton lyerien me tretje té siérfageve t€ betonit késhtu gé formohet mbi
sipérfage njé cipé e hollé e cila pengon largimin e ujit. Betonimi duhet té
ndérpritet nése temperaturat jané nén 5°C , ose nése mbrenda javés pritet gé
té jené nén 0°C

Kualiteti i betonit
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Betoni do té pérzihet-prodhohet nga komponentet e cekura mé lart dhe né
bazé té rezultateve pozitive merr lején nga organi mbikgyrés pér t'u futur né
VEepEr.

Duhet t& matet konsistenca e betonit

Pérgatitja e mostrave, mirémbajtja e tyre si dhe shqyrtimet tjera t& nevojshme
duhet té béhen sipas EC, nga kompanité e licensuara pér kéto puné.

Nése rezultatet e fituara nuk japin rezultatet e pritura té€ nevojshme, atéheré
duhet t& béhen konftrolla shtes&€ me metodat jodestruktive (psh. shqyrtimi me
cekanin e Shmidit), dhe me marrjen e mostrave t& marra nga pjesa e forte e
konstruksionit-destruktive, vendet se ku do té€ merren mostrat i cakton organi
mbikqyrés.

SISTEMI KONSTRUKTIV DHE KARAKTERISTIKAT GJEOMETRIKE
e Themelet
e Shtyllat
e Muret
e Trajet
e Kulmi
e Punét e konstruksionit metalik
e Elaborati gieomekanik

Sistemi konstruktiv i objektit né fjalé éshté sistem skeletoré me shtylla, traré dhe
pllaka komporzite.

Themelet

Themelet e objektit né fjalé jané pérvetésuar themele shiritor ku lartesia dhe
dimensionet e tyre jané pérvetésuar nga kushtet e truallit, nga etazhiteti |
objektit si dhe nga intensiteti i ngarkesave gé fransmetohen né té pérmes
shiyllave. Kualiteti i armaturés, sasia e rmaturés, detalet e armaturés dhe
kualiteti i betonit jané dhéné né vizatimet tek faza e statikés.

Shiyllat
Pozicionimi i shtyllave éshté béré duke iu pérshtatur arkitekturés ashtu gé

renditia e tyre t& kénaqg kushtet e stabilitetit dhe te ruaj funksionin e
arkitekturés. Pérvetésimi i dimensioneve té shtyllave éshté béré duke u bazuar
né kushtet e epjes pér elementet vertikale t& dhéna sipas EC3. Shtyllat e
struktures ne fjalé jané nga celiku, shtylla té petézuara nga kualiteti S355JR.
Pozita e tyre, tipi i tyre si dhe detalet e lidhjeve jané dhéné né pjesén
grafike.
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Muret
Muret e jashtme dhe t& mbrendshme té cilat do té€ punohen né kété objekt e
luajné rolin e kufizimit t& objketit pérkatésisht mureve ndarése.

Trajet — Mbajtésit kryesor

Mbaijtésit kryesor te strukturés jané mbajtés traré metalik t€ petézuar té
projektuara, kualiteti i materialit per trarét metalik t&€ perdorur eshte S355JR.
Trarét kryesor jané t& mbéshtetur mbi shtylla metalike, detalet jané dhéné né
pjesén grafike, pér c¢c'do pakajrtési t& kérkohen informata shtese nga
projektuesi.

Kulmi

Sipas arkitekturés kulmi éshté paraparé té€ jeté kulm i rrafshét me rénie pér
rrjiedhjen e ujit. Mbi profilet e strukturés metalike gé formojné kulmin, vendoset
Sandwichpaneli me mbushje prej poliuretani t=5cm, pastaj mbi kété panel
vendosen shiresat fjera té€ termoizolimit, estrinu, hidroizolimi dhe shiresat e
kulmit t€ gjelbért ekstensiv. Detalet e ullugeve, detalet e dekoreve si dhe
profilet horizontale per montimin e dritareve nuk jane prezentuar ne kete
faze, merren nga detalet e  arkitetkures.

Punét e konstruksionit metalik
Konstruksioni metalik duhet t&€ prodhohet dhe montohet sipas normave
ENT090-2, me klasen e ekzekutimit EXC2.

Té gjitha materialet e pérdorura duhet té€ kené certifikatén e deklarimit té
cilésisé. Salduesit té cilét do t& angazhohen né kété projekt duhet té jené té
certifikuar pér té kryer saldimet e parapara né projekt dhe duhet t€ jené me
PEérvojé pér puné t& ngjasime.

Pér té gjitha saldimet e kryera duhet t& pérpilohen raporte pér kontrolla sipas
asaj gé parashihnen né EN1090-2, dhe EXC2, kontrollat e saldimeve duhet té
kryhen nga persona té certifikuar dhe duhet té protokolohen té gjitha
rezultatet né “librin e saldimeve”.

Kualiteti i mjeteve lidhése bulonave duhet té jeté 8.8, sipas standardit
EN15048 SB (zink) dhe duhet t&€ kené certifikatén e cilésisé nga prodhuesi si
dhe duhet t€ kryhen teste mekanike pér disa nga bulonat ge duhet te
perdoren, momenti i shtérngimit té€ tyre gjaté montimit duhet té jeté sipas
vlerave té parapara né ENT1090-2.
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Klasa e celikut éshte S355JR. Ankerét duhet té jené sipas DIN976 Mbrojtja nga
korrozioni:

Struktura metalike duhet t& mbrohet nga korrozioni me zink t€ nxehté sipas
ISO 1461 me njé trashési min 80um (kjo shtesé aplikohet né fabrika té
specializuara). Fabrika e zinktimit duhet té jeté e paijisur me certifikatén e
kualitetit t& cilésisé dhe duhet té prezentoj tek organi mbikqyrés procedura e
procesit t& zinktimit.

Mbrojtja nga zjarri:

Strukturat metalike jané té ndjeshme ndaqj zjarrit, andaj ne rekomandojmé gé
té€ béhet edhe mbrojtja kundérzjarrit pér min. R=30min, me ményra efektive,
mbetet gé té€ vendoset nga ana e investitorit dhe e arkitektit pér shkak té
kostos.

Mbrojtjia né puné:

Prodhuesi dhe montuesi i strukturés metalike duhet t'i marré té€ gjitha masat
pér mbrojtie dhe siguri Nné puné&, me frajnime, me vénien e shenjave
informuese pér rreziget né vendet ku punohen, té& pérdoren té gjtha mjetet
mbrojtése pér lidhje, skelerité sipas legjislacionit né  fuci.

Elaborati gjeomekanik
Elaborati gieomekanik nuk éshté pjesé ketij projekti

Shtangimet kundér erés

Sa i pérket shtangimeve horizontale né rrafshin e kulmit, kjo strukturé nuk ka
nevojé pér shtangimet e filla, sepse sic shinet né vizatime dhe si¢c dihet, pllaka
kompozite éshté mjaft e shtangét pér t'i pranuar ngarkesat horizontale dhe
pér t& shtanguar strukturén né aspektin horizontal. Vendosja e shtangimeve
né kulm do té ishte veq njé ngarkesé / shpenzim pa ndonjé funksion pér té
cilin do té vendosesdhin.

Shtangimet vertikale po ashtu nuk jané t€ nevojshme pér faktin se forma e
shirukturés éshté e tillé dhe shumé e pérshtatshme ndaj veprimit t€ erés, po
ashtu shtangimi i strukturés éshté bérér me ané té shtyllave t€ cilat né
bazament jané té shtanguara/ inkastruara edhe lart jané me lidhje fikse pa
inkastrim.

Ményra e veprimit 1€ ngarkesave dhe ndikimet statike pér ramin kritik
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Ményra e aplikimit, drejtimi dhe intensiteti i ngarkesave éshté dhéné né
raportin e strukturés.

Ndikimet statike pér ramin mé t& ngrakuar janl si vijon:
Rami mé i ngarkuar

Momentet nga “DL"

e
w
b
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4. PUNET E IZOLIMIT

4.1. HIDROIZOLIMI

4.1.1 Punimi vertikal-perimetrik i shiresés sé hidroizolimit t=4mm

Materiali duhet t€ jeté né pérputhje té standardit EN 13707 dhe EN 13969.

Realizohet me folien e bitumenizuar me pérforcim nga rrjeta me bazé
nga fibrat e qgelqgit — t= 4mm, (ngjitfe me shkrije termike — flak&) mbi
bazén e pastruar nga mbetjet dhe pluhuri pér paralyerje me masén fluide
“Bitulit” (paralyerje max 24 ore para vendosjes s& kondorit). Masat e paro-
pregadites sé& sipérfageve me shtresa nivelizuese apo suvatuese béhet
né rastet kur sipérfaget e betonimeve konstruktive nuk ofrojné bazén e
sipérfages s& pérshtatshme dhe té€ IEémuar kénagshem pér té€ garantuar
lidhje komplete dhe homogjene 1€ hidroizolimit pér bazén.

Sistemi ishpérndarjes né horizontale dhe vertikale i hidroizolimit béhet
me lidhjet lineare té foljeve “Rollne” né min. 10 cm mbi njéra tietrén, me
pérforcime (dyfishe) né zonat e thyerjeve gjeometrike. Zonat ku realizohen
depértime té instalimeve mbi t€ cilat nuk mund té realizohet lidhja me flaké
(shkrirje termike) me realizohet me “Penetrat” né ngjyrosje s€ paku dy-shiresa.

Normativat e aplikueshme né punimet e hydro-izolimeve jané:

e EN 1848-1 Gjatésia= 10 m

e EN 1849-1 Trashésia = 4 mm;

e EN 1110 Rezistenca ndaqj rrjedhjes né temperaturé °C 2120;

e EN 1109 Lakueshméria né temperatura té ftohta °C <-5;

e EN 12310-1 Rezistenca ndaj shképutjes: Gjatésore N 270, Térthore N =270

e EN 12730-A Rezistenca e ngarkesés statike kg 23;

e EN12691-A Rezistenca e pérplasjes mm =800;

e EN 12311-1 Karakteristikat Elastike Pesha Maksimale para Képutjes:
Gjatésore N/50 mm 300 (-10%), térthore N/50 mm 200 (-10%)

4.1.2 Punimi i shiresaveté hidroizolimit 1x3mm +1x4.5mm né kulm.
Materiali duhet t€ jeté né pérputhje té standardit EN 13707 dhe EN 13969.

Shiresa 1x3mm - Realizohet me foljen e bitumenizuar me pérforcim nga
rmeta gjeotekstle me bazé nga fibrat e gelgit - t= 3mm, (ngjitie me
shkrirje  termike — flak€) mbi bazén e pastruar nga mbetjet dhe pluhuri pér
paralyerjie me masén fluide “Bitulit” (paralyerje max 24 ore para vendosjes
s€ kondorit). Masat e para-pregadites s& sipérfageve me shiresa
nivelizuese apo suvatuese béhet né rastet kur sipérfaget e betonimeve
konstruktive nuk ofrojné bazén e sipérfages sé€ pérshtatshme dhe té
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lémuar kénagshem pér té garantuar lidhje komplete dhe homogjene té
hidroizolimit pér bazén.

Sistemi i shpérndarjes né horizontale dhe vertikale i hidroizolimit béhet
me lidhjet lineare té foljeve “Rollne” né min. 10 cm mbi njéra tjietrén, me
pérforcime (dyfishe) né zonat e thyerjeve gjeometrike. Zonat ku realizohen
depértime té instalimeve mbi t€ cilat nuk mund té realizohet lidhja me flaké
(shkrirje termike) me realizohet me “Penetrat” né ngjyrosje s€ paku dy-shiresa.

Normativat e aplikueshme né punimet e hydro-izolimeve jané:

e EN 1848-1 Gjatésia=10m

e EN 1849-1 Trashésia = 3 mm;

e EN 1110 Rezistenca ndqj rrjedhjes né temperaturé °C 2120;

e EN 1109 Lakueshméria né temperatura té ftohta °C <-5;

e EN 12310-1 Rezistenca ndaj shképutjes: Gjatésore N 270, Térthore N =270

e EN 12730-A Rezistenca e ngarkesés statike kg 22;

e EN12691-A Rezistenca e pérplasjes mm =550;

e EN 12311-1 Karakteristikat Elastike Pesha Maksimale para Képutjes:

Gjatésore N/50 mm 300 (-10%), térthore N/50 mm 200 (-10%)

Shiresa 1x4.5mm - Realizohet me foljen e bitumenizuar me pérforcim
nga rrjeta me bazé nga poliesteri dhe e fisnikruar me additiv shtesé gé nuk
lejojné ndérhyrien e rrénjéve - t= 4mm, (ngjitie me shkrirje termike — flaké)
mbi bazén e pastruar nga mbetjet dhe pluhuri pér paralyerje me masén
fluide “Bitulit” (paralyerje max 24 ore para vendosjes s& kondorit). Traka
duhet té jeté e siguruar né té dy anét nga folia e polietilenit. Masat e para-
pregadites sé& sipérfageve me shtresa nivelizuese apo suvatuese béhet
né rastet kur sipérfaget e betonimeve konstruktive nuk ofrojné bazén e
sipérfages s& pérshtatshme dhe té€ IEémuar kénagshem pér té€ garantuar
lidhje komplete dhe homogjene 1€ hidroizolimit pér bazén.

Sistemi ishpérndarjes né horizontale dhe vertikale i hidroizolimit béhet
me lidhjet lineare té foljeve “Rollne” né min. 10 cm mbi njéra tjietrén, me
pérforcime (dyfishe) né zonat e thyerjeve gjeometrike. Zonat ku realizohen
depértime té instalimeve mbi t€ cilat nuk mund té realizohet lidhja me flaké
(shkrirje termike) me realizohet me “Penetrat” né ngjyrosje s€ paku dy-shiresa.

Normativat e aplikueshme né punimet e hydro-izolimeve jané:
e EN 1848-1 Gjatésia=7.5m

e EN 1849-1 Trashésia = 4.5 mm;

e EN 1110 Rezistenca ndqj rrjedhjes né temperaturé °C 2100;
e EN 1109 Lakueshméria né temperatura té ftohta °C <-15;
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e EN 12310-1 Rezistenca ndaj shképutjes: Gjatésore N =300, Térthore N
=300

e EN 12730-A Rezistenca e ngarkesés statike kg 225;

e EN12691-A Rezistenca e pérplasjes mm =1300;

e EN 12311-1 Karakteristikat Elastike Pesha Maksimale para Képutjes:
Gjatésore N/50 mm 700, térthore N/50 mm 600.

4.1.3 Shtuarja e shtresés sé barrierés sé avullit né kulm dhe né dysheme.
Materiali duhet t€ jeté né pérputhje me standardin EN 13984.

Duhet t€ jeté barrier shuméshtresore e armuar e avullit nga poliolefini. Té
jeté transparente dhe parandalon depértimin e lagéshtirés dhe avullit né
termoizolim né kulm. Bashkimet, mbivendosja dhe ngjitja béhet sipas
udhézimit té prodhuesit.

Karakteristikat teknike:

e Trashésia 0.17mm (+-0.02)

e EN 1849-2 Pesha sipérfagésore 90g/m2 (+-10)

e EN 13501-1 Reagimi ndaj zjarrit F

e EN 12572 Pérshkueshméria nga avulli, vilera Sd 35m (+-10)

e EN 12311-2 Fortésia né térhegje 210 (L)/190(T) N/50mm

e EN 12310-2 Rezistenca ndaj carjes 135 (L)/ 125 (T) N/50mm

4.2 TERMOIZOLIMI

4.2.1 Vendosja e shiresés sé termoizolimit XPS t=20cm (10+10cm) né kulm
té rrafshét,

4.2.2 Vendosja e shiresés sé termoizolimi XPS t=15cm (5+10cm) né brendi
té konstruksionit té murit té atikées, dhe

4.2.3 Vendosja e shiresés sé termoizolimit XPS t=10cm né mes té trajeve té
celikut né dysheme

Materiali duhet té jeté né pérputhje me standardinEN 13164.

Izolimi termik i kulmit té rrafshét me pllaka XPS me lidhje té profiluara,
pérfshiré PVC folien nga sipér. Né llogari t&€ merret edhe tejkalimi i
“urave” me masén e llacit té lehté me pérzierje XPS i bluar me cimento
né raportin 5:1.

Karakteristikat e izolimit:

e Pllakat XPS me dendési minimale sipas EN 1602 prej 35kg/m3,

e Faktor té shpérndarjes s& avullit, uy EN 12086 80-200,

e Pércjellja e nxehtésisé SK EN 12667:2011 0.034 W/mK,

e Absorbimii ujit: né zhytje té ploté sipas EN 12087 Vol. % <0.7,
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e Difuzion = 50mm < 80mm = 80mm BS EN 12088 %vol <1;

e Deformimi nén ngarkesé dhe temperaturé 168 oré me shtypje
40kPa/70C BS EN1604 <5;

e Forca ngjeshése — né thyerje ose 10%

e Devijim sipas EN 826 300 kPa

e Vlera e dizajnuar pér ngarkesa afatgjaté sipas EN 1606 >0.11 N/mm?2.

4.2.4 Vendosja e shiresés sé termoizolimit XPS ose EPS me Grdfit té shtuar
t=30cm né perimeteér té themelit (cokell).
Materiali duhet té jeté né pérputhje me standardinEN 13164 apo EN 13163.

Izolimi  termik i kulmit té rrafshét me pllaka XPS/EPS me lidhje té
profiluara. Né llogari &€ merret edhe tejkalimi i “urave” me masén e
llacit t€ lehté me pérzierje XPS/EPS i bluar me cimento né raportin 5:1.

Karakteristikat e izolimit:

e Pllaka me dendési minimale sipas EN 1602 prej 20kg/m3,

e Faktor té shpérndarjes s€ avullit, y EN 12086 20-0,

e Pércjellja e nxehtésisé SK EN 12667:2011 0.032 W/mK,

e Absorbimii ujit: né zhytje té ploté sipas EN 12087 Vol. % <2,

e Deformimi nén ngarkesé dhe temperaturé 168 oré me shtypje

40kPa/70C BS EN1604 <1;

e Forca ngjeshése — né thyerje ose 10%

e Devijim sipas EN 826 100 kPa.

4.2.5 Vendosja e shiresés sé termoizolimit EPS t=15cm né fasade.
Materiali duhet té jeté né pérputhje me standardinEN 13163.

Izolimi termik i fasadés me pllaka EPS me grafit té€ shtuar.

Karakteristikat e izolimit:

e Pllaka me dendési minimale sipas EN 1602 prej 15kg/m3,

e Faktor té shpérndarjes s€ avullit, y EN 12086 :10,

e Pércjellja e nxehtésisé SK EN 12667:2011 0.031 W/mK,

e Reagiminé zjarr EN 13501-1 , Klasa E

e Absorbimii ujit: né zhytje té ploté sipas EN 12087 Vol. % <2,

e Deformimi nén ngarkesé dhe temperaturé 168 oré me shtypje
40kPa/70C BS EN1604 <1;

4.2.6 Vendosja e shtresés sé termoizolimit EPS t=3-8cm né dysheme té
nivelit +-0.00m.
Materiali duhet té jeté né pérputhje me standardinEN 13163.
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Tek pjesa e rrafshét e dyshemesé vendosen pllakat me frashési 8cm,
pérderisa né ramp ato vendosen me frashési rreth 3cm.

Karakteristikat e izolimit:

o Pércjellja e nxehtésisé SK EN 12667:2011 0.036 W/mK,

e Reagiminé zjarr EN 13501-1 , Klasa E

e Devijim sipas EN 826 >100 kPa

5. PUNET E KULMIT

5.1.1 Punimi i shiresave té kulmit té gjelbért ekstensiv.

Produkti i ofruar duhet t&€ mbaj EPD shenjézimin sipas standardit ISO 14025
dhe EN 15804.

Karakteristikat teknike:

e Vegjetacioni: Sedum, Bari, Barishte

e Ujitje: Kryesisht jo

e Pesha: 50-150 kg/m?2

e Mirémbajtja: Shumé e vogél

Shtresat e kulmit t& gjelbért (sipér-poshté)jané:
SEDUM-MIX 40mm
- Trashésia: 40mm
- Pesha e thaté: 15kg/m2
- Pesha e ngopur: 23 kg/m?2
Prodhuar sipas FLL udhézuesit.
Llojet kryesore t& sedumit:
Variety

Flowering Variety

Not flowering
e ) PTars

Sedum Acre

Flowering Period: june to July
Maximum height: S5cm
Flower colour: yellow

Sedum sexangulare
Flowering Period: June to July
Maximum height: 5cm
Flower colour: yellow

Sedum album Coral Carpet
Flowering Period: June to July
Maximum height: 10cm
Flower colour: white

Sedum hispanicum
Flowering Period: |une to August |
Maximum height: 5cm :
Flower colour: white pink

Sedum floriferum
Flowering Period: June to July
Maximum height: 15cm
Flower colour: yellow

Sedum album Wall
Flowering Period: June to July
Maximum height: 10cm
Flower colour: white

Sedum Kamtschaticum
Flowering Period: June to August
Maximum height: 15cm
Flower colour: yellow

Sedum hybridum

Flowering Period: July to August
Maximum height: 15cm
Flower colour: yellow
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GREEN ROLL - Lesh guri - 20mm,
Produkti duhet té jeté i punuar nga fibra minerale shkémbore té virgjéra pa
aditivé. Roli i késqj shirese éshté t& mbaj dhe ruagj ujin né kulmin e gjelbért dhe
mund té ruagjé sasité e nevojshme t€ mineraleve t& nevojshme pér bimét.

- Trashésia: 20mm

- Mbqajtja e ujit: 171/m2

- Pesha: 2.2 kg/m2

- Reagiminé zjarr EN 13501-1 — Euroklasa Al

SHTRESE DRENAZHIMI DHE AKUMULIMI - 25mm
Duhet té jeté i punuar nga polistireni i recikluar. Roli i tij éshté
gé né periudhat e rreshjeve té shumta té largon (drenazhoj)
ujin e tepért nga kulmi pérmes vriimave né maje gé largojne
ujin e tepért. Ndérsa né periudhat kur ka pak rreshje, xhepat
e késqj shirese mundésojné konservimin (akumulimin) e uijit
pPEér bimé.

- Trashésia: 25mm

- Kapaciteti i mbagjtjes sé uijit t& shiut: 11.8//m2

- Kapacitetiirmjedhjes sé ujit: 0.571/mxs (2% ramja)

- Rezistenca né shtypje (e paplotésuar): 322 kN/m2

GJEOTEKSTIL- 1.8mm
- Trashésia: 1.8mm
- Materiali: PE
- Peshasipérfagésore EN ISO 9864: 300 g/m?2
- Elementet pércjellés:

Profili ndares — shérben pér ndarje fizike té shiresave té kulmit t€ gjelberté me
pjesén e guréve té lumit. Duhet té jeté | punuar nga celiku i galvanizuar me
zhytje t& nxehté.

Kutia revizuese — instalohet mbi ujémbledhés sepse ujeémbledhési duhet té
jeté i gasshém né cdo kohé (pér inspektim dhe mirémbajtje). Baza e kutisé
duhet té jeté i punuar nga polipropileni.

»
gy
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5.1.3 Punimi i shiresés sé Estrih-Betonit me ramje 1.5-2.0% né kulm.

Shiresé betoni pér krijimin e ramjeve min. 1.5%& dhe max. 2.0%, shtresé
nga betoni C- 27/30 me frashé&si minimale tmin=45mm e armuar me rjeté
nga celiku Q188 (me katrore té rrjetés 150x150mm).

5.1.4 Punimi i pikores né muri té atiké nga pllakat e mermerit natyral
ose kuarc-it t=20mm.

Materializimi:

Pllaka nga mermeri natyral t=20mm, me pikore & |éshuar nga brenda,
me gravim — vijén e rrelefit nga poshté pér mos-bartje té€ pikés sé& ujit deri né
muri.

Karakteristikat teknike:

- Ngijitési té jeté illojit C2 E S1 sipas standardit EN 12004 dhe EN 12002.

- Trajta: Llac cimento

- Ngjyra: e bardhé

- Rezistenca ndagj temperaturave: nga -25°C deri né + 40°C

- Aftésia e deformimit sipas EN 12004-2:> 2,50 mm.

- Fuga dhe mastka elastike — té jeté nga prodhuesi i njejté sikurse ngjitési.

6. PUNET E DYERVE DHE FASADES STRUKTURALE

6.1 DYERT

6.1.1Dera kryesore hyrése (D1) - 105 (95) X 315CM

Dera kryesore hyrése duhet t& punohet sipas skemés s& dhéné né dukje
dhe detqgjéve, nga profilet e aluminit dhe xham termopan.

Kontraktori duhet gé né pérpikméri té pércjellé udhézimet e prodhuesit té
dyerve gjaté procesit t€ montimit sikurse 1€ respekton detajet e dhéné né
lidhshméri me materialet tjera. Te gjitha dimensionet paraprakisht duhet te
verifikohen nevendin e montimit.

Karakteristikat teknike:

Profili:

Profili i prodhuar duhet t&€ plotésoj standardet, si vijon:

e EN ISO 9001, EN ISO 14001, EN ISO 50001, ISO 45001, QUALICOAT

Qertifikatén, GSB Certifikatén dhe QUALANOD Certifikatén.

e Gijerésia e profilit: minimum 62.5cm

e Ngjyra: RAL 7016M Anthracite grey

e Léshueshméria e ajrit: Klasa 1

e Rezistenca ndaj ngarkesés sé erés: C1

e |zolim termik: Po
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EN 10077-2: Uf = nga 2.3 deri né 2.7 W/m2K

Xhami:

Trashésia e xnamit: minimum 22mm

Vetité: Xnam i lameluar me PVB - folie Argon (Ar) mbushje 90%,
shirese ne sipérfage-LowE#2, LSG>1.25, Xham 5 mm ( PVC folie né
mes) + Argon 12mm + Xham 5 mm + ( PVC folie né mes).

Duhet pérdorur gelg Low E dhe transmetimit t€ nxehtésisé Ug = 0,6-0,7,
W/m2K dhe t€ arrihet vlera e pérgjthshme e dritares me
transmetim termik prej Uw = 1,0-1.1 W/m2K.

Resistente ndaj thyerjés: klasa Wk3

Reduktimi i zhurmés: deri Rw=42dB

Aksesorét:

Gomat (EPDM) DIN 7863

Manteshat: 3 copa (heavy duty)

Kyci me Cilindér me 3 ¢celésa — DIN 18250

Dorézat: sipas skemés dhe nga prodhuesi i njejté sikurse profili i derés.

6.1.2 Dera e brendshme (D2) - 60 x 240cm
Dera e brendshme duhet té jeté deré druri me ngjyré té€ bardh RAL 9001M

Karakteristikat teknike:

Krahu i derés: Materiali prej paneli t€ ploté byku e fipit TB-RS me
trashési 44mm sipas DIN 68706 e profilizuar né té tri anét 14x26mm.
Korniza: Kornizat jané paraparé sipas DIN 18101 gé pérshtaten pér té
gjitha trashésité

e murit. Trashésia e kornizé€s 31mm, prej paneleve byku sipas DIN 68764
El, kyci me cilindér sipas DIN 18251.

Reduktimi i zhurmés: 32 dB.

Dera nuk duhet t& keté pragé.

Duhet té kété rezistencé ndaj gérvishtjes, drités dhe pastrimit.

Doreza: Celik inoxi.

Menteshat: 3 pjesésh, me dukje kromi pa shkélgim.
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6.2 FASADA STRUKTURALE

6.2.1 Punimi i fasadeés strukturale

Fasada strukturale duhet té€ punohet sipas skemés
s€ dhéné né dukje dhe detajéve, nga profilet e
aluminit dhe xhami termopan. Si térési, fasada
strukturale, duhet t& keté koeficientin e
depértueshmérisé termike, jo mé pak té€ favorshém
se 1.2 W/m2*k.

Punékryesi duhet gé né pérpikméri té& pércjellé
udhézimet e prodhuesit t& fasadés strukturale gjaté
procesit t& montimit sikurse té respekton detajet e
dhéné né lidhshméri me materialet fjera. Tipi i
paraqgitur né projekt, éshté fasadé strukturale PA
KAPAK TE JASHTEM.

Punékryesi (kompania lidere ose nénkontraktori i tij) duhet t€ jeté i tfrajnuar
/ certifikuar nga prodhuesi pér montim té sistemit t& fasadés strukturale té
dhéné né projekt. Té gjitha dimensionet paraprakisht duhet te verifikohen
nevendin e montimit.

Karakteristikat teknike:

Profili:

Profili i prodhuar duhet t€ plotésoj standardet, si vijon:

e EN ISO 9001, EN ISO 14001, EN ISO 50001, ISO 45001, QUALICOAT
Qertifikatén, GSB Certifikatén dhe QUALANOD Certifikatén.

e Aliazh Alumini: AIMgSi (EN AW 6060)

e Fortésia: 12 Webster ose 70 HB minimum

e Trashésia minimale e shiresés s&€ m'veshjes: 75um

e Gijerésia e mullionit (profilit kryesor mbajtés): minimum 55mm

e Ndalesa termike: PA 6.6 poliamid i pérforcuar me fibra 21,4mm ose
25,4mm

e Tipi i mbylljes: mbyllljle me dy nivele, duke pérdorur EPDM gomat

e |zolimii zérit: sipas EN ISO 717-1

e Ngjyra: RAL 7016M Anthracite grey

e Léshueshméria e ajrit EN 12152: Klasa A4

e Papérshkueshméria e ajrit EN 12154, ENV 13050: Klasa R7, 450Pa/150Pa

e Rezistenca ndaj ngarkesés sé erés EN 13116: +-2.25 KN/m2

e [zolim termik EN 12412-2: Uf = nga 1.5 deri né 3.3 W/m2K

Xhami:
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e Trashésia e xnamit: minimum 33mm

o Vetité:

e Qelgi nga ana e jashtme: vendoset celé i kalitur, f=6mm, ngjyre —
“parsol”, kaltért/hiri.

e Qelginga ana e brenshme: vendoset si celci Low E, t=6mm.

e Tamponi né mes 1€ dy shiresave 1€ sipércekura nga gelqi,
realizohet me mbushje ngaGazi Argon (Ar), tamponi me trashesi:
t=21mm.

Hapja: sipas skemave grafike, duhen té jené me mekanizem adekuat
sipas rekomandimeve nga prodhuesi. Moduli i parcializimeve: sipas skemes
(ve) grafike.

6.3 SHUFRAT DEKORUESE NE FASADE

Shufrat dekoruese né objekt duhet t€ jené té
prodhuara né kombinim té aluminit (pjesa e
brendshme e shufrés) dhe mbeshfjellja e jashtme e
shufrés t&€ béhet me shiresé kompozit druri (pluhur
druri dhe polietileni me densiteté té larté).

Shufrat duhet té jené pér pérdorim té jashtém,
rezistente ndaj kushteve té jashtme klimatike.

Né parmasé éshté dhéné gjatésia e shufrave me prerje térthore 32x80mm
(2x (16x80mm)).

Né varshméri t& prodhuesit (g€ t€ arrihen dimensionet e propozuara né
projekt), mund té€ kombinohen 2 ose me tépér shufra dhe lejohet gé té
propozohet prejra térthore duke filluar nga 30x100mm deri tek 100x100mm.

Mbéshtjellési i drurit t€ jeté: Arré (Wanlut).
Né térési, produkti duhet té jeté i testuar (certifikuar) sipas standardeve
relavante pér:

e Stabilizimin e ngjyrés dhe plakjes UV (ang. color stabilization and aging
uv)

e Rezistent ndaj shirembérimit (ang. resistant against delamination)

e Rezistent ndaj ngricave dhe krypes (ang. resistant agaisnt frost and sailt)

e Rezistent ndaj faktoréve té€ kalbjes s& drurit (ang. wood decaying
factors)
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Pjesa e aluminit duhet té jeté produkt i certifkuar sipas té€ gjitha standardeve
té kualitetit dhe menaxhimit ambiental, si: EN ISO 9001: 2015, ISO 14001:2015,
ef].

e Pjesa e mbeshjellésit t&€ drurit duhet té jeté i prodhuar né pérputhje me
Regullativén (EC) 1907/2006 (REACH), qgé konfirmon se asnjé
komponent nuk pérfshin ftalate dhe as fosfor retardanté flake.

7. PUNET E DYSHEMESE

7.1.1 Vendosja né dysheme (mbi traje) te tabllove OSB3 - 22mm
Produkti i prodhuar duhet té plotésoj standardet EN 300, CE2+ dhe té

jeté i harmonizuar me EN 13986:2004

Karakteristikat teknike:

e Dimensionet: 2440mm x 1220mm

e Trashésia: 22mm

e Aplikimi: pér pérdorim né dysheme

e Klasa: BS EN300

e Kéndet: Kéndrejté (katrore)

e Nivelii formaldehidit: E1 (ulét)

e Certifikata ambientale: FSC®

7.1.2. Punimi i estrih betonit me trashesi 50mm né dysheme té nivelit +-

0.00m

Referencé: DIN 18560 — EN 13813

Estrihu me trashési minimale t=50mm, duhet té jeté njé pérzierje me raport
1:3 (cimento / réré) duke pérdorur réré lumi, me rezistencé né shtypje té
pérshtatshme pér finalizimin e dyshemeve, me finalizim me makiné rrofulluese
(“helikopter”) t& pranueshme pér llojin e dyshemesé pérfundimtare. Estrihu i
betonit né dyshemeté notuese duhet 1€ pérforcohet me fibra té
pérshtatshme pér finalizimin e dyshemeve. Né perimetrin e estrihut, aty ku
takohet me mure, vendoset profili adekuat t=20mm pérfshiré parcializimet
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(dilatimi) sipas standardeve. Deformimi nuk guxon té jete mé e madhe se
2mm né etazhe.

7.1.3 Punimi i shiresés vet-nivelizuese né dysheme té nivelit +-0.00m

Punékryesi do té sigurojé materialin veténivelues té klasifikuar si CT-C40-
rezistencé né shtypje prej 40 N/mm2, F 10 - njé rezistencé né pérkulje 10
N/mm?2, koeficient A9 i rezistencés ndaj gérryerjes S 3 Trashésia e projektuar e
llacit veténivelues th=3mm dhe vendosen né hapésira t€ mbyllura né
temperatura >5 °C.

Punohet me nivelmasén nga baza e cimentos me veti ngjitése
me granulim, vetnivelim nga gjendja e derdhjes (fluide) né vetnivelizim dhe
finalizim si masé e ngurté si bazé e rrafshét pér vendosjen e dyshemesé finale
ne zonat e shiresés sé Linoleumit.

7.1.4 Vendosja e shiresés sé Linoleum t=2.5mm né dysheme té nivelit +-

0.00m dhe m'veshja e shkalleve

Shiresa e Linoleumit duhet keté rezistencé ndaj njollave, gérvishtjeve
dhe kimikateve, si dhe géndrueshméri nén trafik t& réndé dhe ngarkesave
rrotulluese. Ngjitési dhe masa fugore gé saldohet me nxehtési duhet té jeté
nga prodhuesi i njejté sikurse Linoleumi.

Produkti i prodhuar duhet t€ plotésoj standardet fillestare, si vijon: ISO
9001, ISO 50001 dhe ISO 14001
Karakteristikat teknike:
e Ngjyra: RAL 1013 (ose e ngjajshme)
e Llojii mbulesés sé& dyshemesé ASTM F2034: Linoleum
e Mbrojtja sipérfagésore: nga Uretani
e Trashé&sia: 2.5mm
e Rezistenca ndaj Ngarkesés statike ASTM F970 150 psi
e Rezistenca ndaj Nxehtésis€é ASTM F1514: AE<8
e Rezistenca ndaqj Drités ASTM F1515: AE<8
e Rezistenca né rréshgitjie ASTM D2047): = 0.5 SCOF
e Reagiminé zjarr ASTM E648 — Klasa 1
e Pesha: 2.48kg/m2
e Cradle2Cradle: Silver
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7.1.5 Punimi dhe vendosja e pllakave té geramikés (mozaik) t=10mm.

Ky pozicion ka té bé&j me krijjmin (me duar) té€ njé =
paterne (mozaiku) nga pllakat e geramikés me
ngjyra té ndryshme, t& cilat do t& imitonin paternén
e qgilimit tfradicional (shih foton).

Pllakat e qgeramikés me ngjyra té€ ndryshme
(trashésia nga 8-10mm) té€ coptohen (prehen) me
dimensione té péraférta me detajin e dhéné dhe
pastaj té gjitha té& bashkohen (ngjiten) né dysheme.

Pasi gé& ky pozicion éshté puné mjeshtrie,
punékryesi udhézohet t& keté bashképunim té =
ngushté me projektuesin pér té& zgjedhur formén mé =
té bukur pér ekzekutim.

7.1.5 Punimi i sollbankés té parapetit nga pllakat e granitit natyral ose tée

porcelanit t=20mm.

Punimi i sollbankés té parapetit nga pllakat e granitit natyral ose té
porcelanit t=20mm dhe gjeré&si 170mm, né anén e jashtme.

Materializimi:

Plloka nga graniti natyral ose pllaké porcelani t=20mm, me ramje nga
jashté, me gravim — vijén e rrelefit nga poshté pér mos-bartje té& pikés sé ujit
deri né muri.

e Ngjyra: Antracit (e pérafért).

e Ngjitési t& jeté illojit C2 E S1 sipas standardit EN 12004 dhe EN 12002.

e Trajta: Llac cimento

e Rezistenca ndagj temperaturave: nga -25°C deri né + 40°C

o Aftésia e deformimit sipas EN 12004-2:> 2,50 mm.

e Fuga dhe mastka elastike — t€ jeté nga prodhuesi i njejté sikurse ngjitési.

8. PUNET E FASADES

8.1.1 Punimi i fasadés akrylike

Té gjitha shiresat e fasadés gé punohen mbi pllaké
té€ termoizolimit duhen té jené nga i njejti prodhues

dhe té plotésojné kriteret bazike t& prodhimit, si vijon:
ENISO 9001, EN ISO 14001, EN ISO 50001, ISO 45001

Ngijitési(shiresa 1 dhe 2):- bazohet né cimento dhe lidhés polimeriké.
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e Denisitefi: 1.60 kg/dm3
e Trashésia e shiresés: < 3mm (pér dy shiresaq)
e Absorbimi i ujit EN 1062-3: <0.10 kg/m2h0-5 Klasa |l

Rrieta e fasadés (shiresa 3): 145 g/m?

Baza (Primer) (shiresa 4):&shté njé shpérbérje likuide nga lidhését akrilik té
mbushur me réré té imét kuarci.

e Denisitefi: 1.20 kg/dm3

e Pérmbaijtja e substancave organike t& avulluara (VOC): <2 g/l

Fasada akrylike, fraksion 2.0mm (shiresa 5): bazohet né polimer me bazé

uji, eter celuloze, diodksid fitani, réré dhe aditiv fjeré.

e Ngjyra: RAL 7016 Antracit Grey

e Denisitefi: 1.80 kg/dm3

e Trashésia e shiresés: < 3mm (pér dy shiresq)

e Absorbimi i ujit EN 1062-3: <0.10 kg/m2h0-5 Klasa |l

e Produkti duhet té jeté i klasifikuar si JO | RREZIKSHEM sipas direktives EU
1999/45/EC

8.1.2 Punimi i shtresés finale me Kulir

Té gjitha shiresat e fasadés gé punohen mbi pllaké
té termoizolimit duhen té jené nga i njejti prodhues dhe
té plotésojné kriteret bazike t& prodhimit, si vijon:
EN ISO 9001, EN ISO 14001, EN ISO 50001, ISO 45001

Ngjitési (shiresa 1 dhe 2):- bazohet né cimento
dhe lidhés polimeriké.

e Denisitefi: 1.60 kg/dm3

e Trashésia e shiresés: < 3mm (pér dy shiresaq)

e Absorbimi i ujit EN 1062-3: <0.10 kg/m2h0-5 Klasa |l

Rrieta e fasadés (shiresa 3): 145 g/m?

Baza (Primer) (shiresa 4):&shté njé shpérbérje likuide nga lidhését akrilik té
mbushur me réré té imét kuarci.

e Denisitefi: 1.20 kg/dm3

e Pérmbaijtja e substancave organike t€ avulluara (VOS): <2 g/I
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Shtresa finale Kulir, fraksion 1.8 mm (shiresa 5): pérbéhet nga granulatat e

kuarcit me ngjyré.

Ngjyra: RAL 7016 Antracit Grey

Densiteti: 1.67 kg/dm3

Trashésia e shiresés: < 3mm (pér dy shtresa)
Absorbimi i ujit EN 1062-3: <0.20 kg/m2h0-5 Klasa Il

9. PUNET E LYERJES SE BRENDSHME DHE GIPS-KARTONIT

9.1 PUNET E LYERJES SE BRENDSHME

Produkti i prodhuar duhet ti plotésoj fillmisht standardet, si vijon: EN ISO
9001, EN ISO 14001, EN ISO 50001, ISO 45001

Karakteristikat teknike:

Ngjyra pér pérdorim té brendshém duhet té jeté ngjyré disperzive, e
rrezistfueshme né pastrim té lagét né pérputhje me standardin SIST EN
13300.

Produkti duhet t& jeté i klasifikuar si JO | RREZIKSHEM sipas direktives EU
1999/45/EC

Ngjyra: E bardhé — RAL 100TM

Densiteti: 1.59 kg/dm3

Pérmbaijtja e substancave organike t& avulluara (VOC): <1 g/l
Rrezistenca né férkim té lagét sipas EN13300: i rezistueshém, klasa 2

9.2 PUNET E GIPSKARTONIT

9.2.1 Punimi i muréve ndarése nga gips-kartoni t=100mm.

Muri M1 — Mur me konstruksion metalik — njé konstruksion metalik (CW 75),
veshja me njé pllaka nga gipskartoni né dy anét (1x12.5mm + CW 75 +
1x15.2mm).

Karakteristikat teknike:

Pllaka nga gips-kartoni duhet té jeté sipas standardit DIN 18180 dhe DIN
EN 520 dhe “AQUAPANEL" né pérputhje té& standardit EN 12467 Klasa 2
me frashési 12.5mm,

Konstruksioni metalik duhet t&€ jeté nga kornizé celiku i galvanizuar
me géndrueshméri (EN 14195, trashési 05-06mm).

Kontraktuesi duhet té sigurojé dhe instalojé shiresén e izolimit té
leshit mineral né mes pllakave nga gips-kartoni, té€ furnizuar né
formatin e paketés, pllaké e ngurté, dendésia min. 40/50kg / m3.
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e Né cdo krygézim me materiale t& ndryshme gé ka nyje,
kontraktuesi duhet t& vendos mastiké (gomé) akustike.

e Kontraktuesi duhet t&€ ndjeké né ményré rigoroze udhézimet e
prodhuesit pér shpérndarjen, ruajtien dhe procedurat e montimit dhe
manualet.

e |zolim zanor = 32dB

e Qéndrueshméri nga zjarri F=30min.

9.2.2. Punimi i pllafonit té Iéshuar nga gips-kartoni.

Mbulimi sipérfagésor i plafonit apo mbulimi i instalimeve punohen me
pllaka gipsi me trashési d=12.5mm (njé shiresore), me veti zjarrgendruese
EN240 dhe me vetirezistuese ndaj lagéshtisé.

Pllaka nga gips-kartoni duhet té jeté sipas standardit DIN 18180 dhe DIN EN
520me frashési 12.5mm,

Lidhja e tyre pér bazén béhet me bulona te posacme sipas instruksioneve
nga prodhuesi pér konstruksionin mbajtés metalik (sistem “Knauf” apo
ngjashém), pérfshire lidhjen e vijave takuese né sipérfage me rmjetén
nga fibrat e qgelqgit, dhe finalizimet kéndore me akrilik, fibra gelgi dhe
profile nga alumini pér sigurim té kéndeve.

9.2.3. Punimi i murit mbi deré dhe mveshja e shtyllés Eﬁﬁf 588 g,

anash derés hyrése —_Ho
Punimi i murit mbi derén hyrése kryesore dhe :Df

mveshja anash e njé pjesé t& muri dhe shtylle, pér té l

mbyllur objektin nga hapjet.

Ky pozicion pérfshiné punimin e murit t=150mm té
sistemit “Knauf”, njé konstruksion metalik (CW 125),
veshja me njé pllaké 1x12.5mm nga gipskartoni né
anén e brendshme dhe njé pllaké 1x12.5mm nga
Portland cimentoja nga ana e jashtme (panel pér pérdorim té jashtém). Muri
duhet té keté izolim termik né mes.

Né cmim duhet té€ pérfshihet edhe pépunimi final i mureve nga ana e
jashtme me fasadé dhe shiresa tjera nga prodhuesi i njejté.
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10. MOBILJET E BRENDHSME DHE MVESHJA E MUREVE

10.1 MOBILJET E BRENDSHME

10.1.1. Punimi i Recepsionit

10.1.2. Punimi i Ulésés pér vizior

10.1.3. Punimi i Raftit € ekpoziturés

10.1.4. Punimi i Kuzhinés Doracake

Té punohen elementet e mobiljeve té brendshme sipas dimensioneve té
dhéna (té verifikohen né vend). Elementet e médha mund t€ punohen né
pjes€é dhe t&€ monten si njé térési né objekt (mos-pérputhja né mes
elementeve duhet té jeté +- 3mm). Elementet kané pérdorim t€ shumté
(heavy duty) andaj duhet t& ankerohen fort né dysheme.

Kérkesat minimale teknike gé duhet té plotésohen jané si vijon:

DRURI DHE MATERIALET ME BAZE DRUSORE
Materialet me bazé drusore duhet té kené prejardhje nga burimet me té
drejté ligjore pér distribuim té€ kétyre materialeve.

SHENIM: Duhet t& dorézohen certifikatat pér materialin me 1&ndé drusore,
si FSC1, PEFC2 apo ndonjé déshmi fjetér e barazvlefshme.

PJESET E PLASTIKES

Té gjitha pjesét e plastikés >= 50g preferohet té€ jené té shenjézuara pér
reciklim sipas ISO 11469 apo fjetér té barazvlieshme.

SHENIM: Preferohet té keté etiketime né pjesé.

VESHJET SIPERFAQESORE TE PJESESEVE PREJ DRURI, PLASTIKE DHE/OSE
METALI

Produktet e pérdorura pér veshjen e sipérfages duhetgé:

Té mos pérmbajné substanca té rrezikshme qé jané klasifikuar sipas
Direktivés 1999/45/EC si kancerogjene (R40, R45, R49), t& démshme pér
sistemin riprodhues (R60, Ré1, R62, R63), mutagjene (R46, Ré8), toksike (R23,
R24, R25, R26, R27, R28, R51), alergjik kur thithet (R42) ose id émshém pér
mjedisin  (R50, R50/53, R51/53, R52, R52/53, R53). Q& shkaktojné déme
gjenetike té trashégueshme (R46), rrezik pér démtim serioz tés héndetit nga
ekspozimi i zgjatur (R48), rrezige t€ mundshme t€ efekteve t€ pakthyeshme

DOSJA E TENDERIT PER PUNE Fage 51 nga 81



SPECIFIKACIONI TEKNIK PIKA INFORMUESE PER TURIST
Rev. 17.09.2023

(R68). Pér ftalatet: Nuk lejohet pérdorim i iftalateve gé€ né momentin e
aplikimit pérmbushin kriteret e klasifikimit t€n donjé prej frazave t€ mé
poshtme té rrezikut (ose kombinimet e tyre): R60, R61, R62, né pérputhje me
Direktivén 67/548/EEC dhen dryshimet e sqi.

Nuk pérmban aziridiné

Nuk pérmban komponime té kromit (VI).

Nuk pérmbajné mé shumé se 5% té peshés t& komponimeve organike té
pagéndrueshme (VOCs).

SHENIM:

Veshja sipérfagésore e pjeséve prej druri, plastike dhe/ose metali: njé listé
me té gjitha substancat e trajtimit té sipérfages té pérdorura pér cdo material
té€ pranishém né mobilie dhe Fletén e t€ Dhénave té Sigurisé sé tyre ose
dokumentacionin ekuivalent gé& demonstron pérputhjien me kriteret e
kérkuara.

Adezivat dhe ngjitésit: njé list€ me té gjithé ngjitésit e pérdorur né€ montimin
e mobiljeve dhe Fletén e t€ Dhénave té Sigurisé sé tyre ose dokumentacionin
ekuivalent ku shfaget sasia e VOC-ve gé demonstron pérputhjen me kriteret
e kérkuara.

MEKANIZMAT DHE AKSESORET TJERE

Duhet té jené té cilésisé sé larté, pér pérdorim té shpeshté dhe té gjaté
kohor. Duhet té jené té€ njéjté apo té barazvleshme né kualitet, sikurse ato té
firmés: Blum apo Hager.

10.1.5. Punimi i doréezes sé drurit $40mm dhe shtyllave pérforcuese nga

inoksi.

Pérgjaté pjesés s& rampés, né mes té€ shtyllave mbatése té celikut, duhet
té€ vendosen segmente me gjatési prej 1800mm t€ dorezave cilindrike me 4
shtylla nga inoksi gé ankerohen me bulona né dysheme.

Pasi gé rampa ka pjerrétsi edhe dorezat vendosen né pjerrtési (€ njéjté
sikurse rampa) andaj duhet té€ parashihen kllapat e rregullueshme pér té
akomoduar kénde té€ ndyrshme.

Diametri i dorezes mund té punohet prej 40-47mm, nga druri Ahe ose Bung
pér pérdorim t&€ brendshém (duhet té trajtohet pér deformim dhe lageshti).
Té gjitha pjesét tjera punohen nga inoksi (shtyllat, kllapat, bulonat etj).
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10.1.6 Karriget
Karrige pér zyre.
Karrigeja duhet té plotésojé kéto kushte:

o Té jeté ergonomike me theks té€ vecanté tek mbéshtetja “lumbar
support”, t&€ ofroj rehati gjaté oréve té€ gjata té€ punés.

e Kéndiirénies s€ uléses duhet té jeté 2-50 né drejtim té bishtit.

e Karrigia t€ jeté e pajisur me mekanizém pér ulje-ngritie pneumatike me
cilési té€ larté “LiftControl” apo ekuivalent, pér rregullim e nivelit pérmes
levés.

e Karrigeja duhet t&€ keté levén gé mundéson bllokimin/zhbllokimin e
|&vizjes sé shpinores sé karrigés prapa deri né 50.

e Karrigeja duhet t& keté mundésiné pér rrotullim né vend 3600 (séivel
chair)

e Karrigia t€ keté rrota rrofulluese RPM Tech™ me njé diametér 60 mm
(ose ekuivalent), me njé shtres&é gome dhe mbrojtése té rrotéve nga
plastika e zier. Rrotat duhet té karakterizohet nga manovrueshméria né
shumeé drejtime.

Materialet e karriges:

a)Baza e shpinores & ulésja nga plastika e zier RAL 9011, shiresé sfungjer
memory ergonomik me trashési 5-10cm (Breathable polyurethane (PU)/ CFC
and CHC free) me peshé specifike té sfungjerit 55kg/m3

b)mveshje (ulésja&shpinorja) prej I€kure t& géndrueshme ekologjike HDE
(RAL 9010-9016) té€ lehté pér mirémbajtie, e cila éshté rezistente ndaqj
papastértive e gé nuk shkakton acarim né kontakt me |€kurén; e gepur me
penjé té forté najloni (penjé té trefisht, “3-ply”) dhe jo me ngijités

c)konstruksioni i karriges alumin (aluminuim die cast) i poliruar/i kromuar.
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Pé&rmasat e karriges : Lartésia: 113-140cm’; Gjerésia: B: 46-49cm’, J:64-
70cm’; Thellésia e uléses: 49-57cm’, Diametri i bazés sé& karriges: d=~60-
70cm’ (pérmasat jané té péraferta dhe mund té variojné +/- 3-5cm’).

Aftésia mbajtése e karriges deri né 140kg

Karrigeja duhet té plotésojé standardet ISO 9001:2000 té produkteve pér
zyre

Certifikimin pér materiale ekologjike ISO 14001, CE

Karriga duhet t€ jeté e cilésisé sé larté, funksionale dhe pér pérdorim té
shpeshté .

10.1.7. Vazo me lule
Palmé Areca - Bime pér ambiente t€ brendshme.
Lloji i bimés duhet té i plotésojé kéto specifika:
e Bima e llgjit Palm Areca - emri lat. Dypsis
lutescens
e TE jeté mesatarisht e rritur
e Té keté vazon nga plastka e forté me
dimenzione 30x30x30cm’
e Bima duhet té jeté e ngjajshme si né foto
10.2. MVESHJA E MUREVE
10.2.1 Mveshja e murit me MDF t=1.8cm “M2”
Punimi i mveshjes s& murit nga paneli MDF t=1.8cm sipas detaqjit té
dhéné né vizatim. Né kuadér t& késaj mveshje duhet t& punohen dy hapje
(dyer) t& emértuar me simbolin D3 me té cilat shérbejné pér t& komunikuar
me hapésirat brenda.

Nga jashté, hapjet (dyert) duhet t€ duken pjesé integrale e murit (jané
né sipérfage t€ njejté me pjesén tjietér t& murit) dhe hapen me “touch” nga
jashté kurse nga ana e brendshme vendoset doreza. Pra nga ana e jashtme
nuk shihen manteshat dhe as doreza e hapjes (derés). Pjesa jo e |évizshme e
MDF-it ngjitet pér muri (gips-karton).

Né lidhje me kudalitetin dhe siguriné e produktit, referoju pérshkrimit té
pikés 10.1.1.
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10.2.2. Mveshja e murit me MDF t=1.8cm “M3” o
Punimi i mveshjes s& murit nga paneli MDF
t=1.8cm (RAL 7016)tek pozicioni sikurse né foton
(vizatimin) e dhéné me poshté. Né kété pjesé, MDF |
pllaka duhet t&€ ngjitet pér muri (gips-karton) para se té g ‘; & M3
vendoset xhami i fasadés strukturale sepse nuk ka qasje  ? N N\

KUIHINE

fiera. %JRACAKE

MDF pllakat ngjiten né 4 segmente (né mes shtyllave té gehku’r) me
dimensione 0.97x370cm (verifikohen né vend dimensionet).

Né lidhje me kudalitetin dhe siguriné e produktit, referoju pérshkrimit té
pikés 10.1.1.

11. MOBILERIA URBANE

11.1.1 Punimi dhe vendosja e Ulésés pér kalimtar.

Forma dhe dimensionet e ulésés jané dhéné né vizatim. Ulésja mund té
punohet nga punékryesi ose té sjellét e gatéshme nga njé furnitor gé merret
me prodhimin e mobilerisé urbane. Né rastin e dyté duhet gé punékryesi té
kérkon aprovim paraprak nga Organi mbikéqyrés pér modelin e propozuar.

Ulése mund dhe duhet t&€ punohet nga: Betoni (ujé, agregat dhe
cimento), HAC Beton, Betoni i recikluar apo UHPC Betoni. Pérpunimi i pjesés
sé finisht duhet t& behet me metoden “acid etched”.
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Karakteristikat teknike:

Rezistenca né shtypje EN 12390: 35-45Mpa
Rezistenca né pérkulje: 4-5MPa

Absorbimi i ujit: EN-1339: 8%

Rezistenca ndaj ngricés EN 1339/2004: 1.5 kg/m2
Rezistenca ndaj harxhimit né férkim: 21.5mm
Rezistenca né goditje EN 127748-1/2006: 2200cm

12. PUNET TJERA
12.1.1. Punimi dhe vendosja e shkronjave 3D

Teksti: Prishtina Tourist Information Center

Fonfti: Broadway

Lartésia e shkronjés: 25cm

Trashésia e shkronjés: 5cm

Materiali: Dukja ballore: metalike (silver mat), dukja anésore: pleksiglass
(RAL 7016).

Ndricim: Po

Vendosja: Cdo shkronjé kapet veq e veq me vida/bulona né shufrat
dekoruese me bértham nga alumini

12.1.2 Punimi dhe vendosja e simbolit “i"- H=125cm

Teksti /simboli: i

Lartésia e simbolit: 125cm

Trashésia e simbolit: 5cm

Materiali: Dukja ballore: metalike (silver mat), dukja anésore: pleksiglass
(RAL 7016).

Ndricim: Po

Vendosja: Simboli kapet me vida/bulona né shufrat dekoruese me
bértham nga alumini

12.1.3. Punimi dhe vendosja e simbolit “i"- H=250cm

Teksti /simboli: i

Lartésia e simbolit: 250cm

Trashésia e simbolit: 8cm

Materiali: Dukja ballore dhe dukja anésore: pleksiglass (RAL 2010-92016).
Ndricim: Po

Vendosja: Simboli kapet me vida/bulona né shufrat dekoruese me
bértham nga alumini
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12.1.4. Punimi dhe ngjitja né xham e siluetés sé qytetit té Prishtinés
Silueta duhet t&€ punohet né PVC folie (RAL 9010) me “cut”. Ngjitja té
béhet nga ana e brendshme pér shkak t& mos-démtimit.

—n

Lartésia (pika mé e larté e siluetés): 185cm. Trashésia e vijave gé
prehen, té jeté sé paku 2cm.

PVC folia vendoset pérgjaté téré perimetrit t&€ objektit, né gjatési prej
27m. Silueta bie gé duhet té pérséritet 3 heré.

SHENIM: Kontraktuesi (apo nén-kontraktori i tij) duhet t& keté té& drejtén
autoriale té€ siluetés dhe té drejtén pér shfryétézim né publik.

L W R S

12.1.5 Punimi dhe ngjitja e llogos (stemeés) se
Prishtinés né Recepsion

Silueta duhet té punohet né PVC folie (RAL 2010) me
“cut”. Ngjitja té€ béhet nga ana e brendshme pér shkak té
mos-démtimit.

Gjatésia e stemés: 51.6cm.
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12.1.6. Mbajtés peér letér

Mbajtése pér letra “V fold”, (e pérshtatshme pér letra tE duarve gé& do
té jené me sistemin e palosjes "V Fold ose ekuvalent").
Dimensionet e produktit 26x10.15x28.5cm (dimensionet mund t€ varirojné
+/-1cm’ ashtugé té i akomodojné standardin e letrave *V
fold"). o i
Mbajtéset duhet té€ jené nga materiali celik inox
gé pastrohet lehté.
MekanizEm me celés pérhapje-mbyllje kualitative
pPér ri-mbushje me letra. |
Mbajtésja duhet té shogérohet me té gjitha -
pjesét fazonike pér montim.
Mbaijtésja duhet t& keté njé pjesé té hollé nga
xhami transparent nga plastika ku mund té shihet niveliiletrave.
Ngjyraeproduktit: metalike inox
Né pozicion parashihen mekanizmat pér montim dhe montimi deri né
funksionalizimin e pozicionit.

—_—

12.1.7. Mbaijtése/dispenzer pér shkumeé.

Materiali celik inox (stainless steel)

Ngjyra: metalike inox

Kapaciteti 0.8-1L sapun

Dispenzeri i sapunit duhet té€ keté mekanizmin
sapun/shkumé té dispenzimit

Susté ergonomike pér shtypje dhe dispenzim té
shkumés sé sapunit - kualitative pér pérdorim té shpeshté

)

ST

Celés pér hapjen dhe mbyllien e dispenzerit pér ri- Y
mbushje

Mbajtési duhet té keté njé pjesé té xhamit tfransparent gé tregon nivelin e
sapunit

Dimensionet e elementit ~29x13.7x11.0cm’.
Né pozicion parashihen mekanizmat pjesét fazonike pér montim deri né
funksionalizimin e pozicionit.
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13. INSTALIMET ELEKTROTEKNIKE

Projekti ne fjalé éshté projektuar ne pérputhje me standardet e
prezantuara pér instalime elekirike.

1. IEC 60027-1; 1992-Simbolet pér pérdorim ne instalimet elektrike

2. IEC 60909-0;2001- Rryma e lidhjes se shkurtér ne sistemet trefazore —
kalkulimi i rymés se lidhjes se shkurt.

3. IEC 60947-1;2009-Pjesa e tentonit te ulet , siguresat automatike
rregullat e pérgjithshme.

4. |[EC 603643- Instalimet elekirike ne ndértesa- Pjesa 3- Pércaktimi i
rregullave ( Karakteristikave ) te pérgjithshme

5. IEC 60038-IEC - Standardet e tensioneve

6. IEC 60364-4-41- Instalimet elekirike ne ndértesa, pjesa 4-41 — Kérkesa
pérsigurim . Mbrojtja nga goditjet elekirike ( Fid 30mA).

7. IEC60364-4-42 — Instalimet elekirike ne ndértesa —Pjesa 4-42- Kérkesa
pPEér siguriné . Mbrojtja kundér efekteve termike . ( fid 500mA).

8. IEC 60364-4-43- Instalimet elektrike ne ndértesa — Pjesa 4-43 .Kérkesa
pér siguriné . Mbrojtja e rrymave te tepruara ( ngarkesa mbirrymore )

9. IEC 60364-4-44- Instalimet elekirike ne ndértesa — Pjesa 4-44-Kérkesa
pér siguri .Mbrojtja nga pengesat e tensionit dhe mbrojtja elektromagnetike.

10. IEC 60364-4-51- Instalimet elektrke ne ndértesa. Pjesa 5-51.
Pérzgjedhja dhe vendosja e pasjeve elektrike —Rregullat e pérgjithshme.

11. IEC 60364-4-52-Instalimet elekirike ne ndértesa . Pjesa 5-52.
Pérzgjedhja dhe vendosja e pasjeve elektrike — Shpérndarja elektrike.

12. IEC 60364-4-52-Instalimet elekirike ne ndértesa. Pjesa 5-53.
Pérzgjedhja dhe vendosja e pasjeve elektrike. Izolimi i pasjeve kycése dhe
shkygese.

13. IEC 60364-4-53-Instalimet elekirike ne ndértesa . Pjesa 5-54.
Pérzgjedhja dhe vendosja e pasjeve elekirike-Tokézimi ,pércuesi mbrojtés dhe
pércuesi mbrojtés pér barazimin e potencialit.

14. |IEC 60364-4-51-Instalimet elekirike ne ndértesa. Pjesa 5-51.
Pérzgjedhja dhe vendosja e pasjeve elekirike —Pasjet tjera.

15. VDE 0102-Pjesa 2\11.75 Ndrigimi mesatar dhe minimal.

16. IEC 61557 ( te gjitha paqijisiet ) , siguriné elektrike ne sistemet
shpérndarése se tensionit te ulet deri ne 1 000 V ac dhe 1500 v d.c — Pasjet
pér testimin , matjen ose monitorimin e pasjeve mbrojtése.

17. IEC 61557-2 , siguriné elekirike ne sistemin shpérndarése te tensionit
te ulet deri ne 1000 V ac dhe 1500 v d.c — pasjet pér testimin , matjen ose
monitorimin € masave mbrojtése — Pjesa 2 ; rezistenca e izolimit.
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18. IEC 61577-6. siguriné elekirike ne sistemin shpérndarése te tensionit
te ulet deri ne 1000 V ac dhe 1500 v d.c — pasjet pér testimin , matjen ose
monitorimin e masave mbrojtése-Pjesa é; Pasjet e mrémore mbrojtése
(RCD) ne TT dhe TN sistemeve.

RREZIQET NGA GODITJET ELEKTRIKE DHE MASAT PER MBROJTJEN NDAJ
SAJ

Rreziku nga prekja e rastésishnme e pjeséve nén tension

Té gjitha pajisiet e zgjedhura né kété projekt i kané té izoluara pjesét
nén tension. Kontakti me to mund té béhet vetém nése paraprakisht u higen
kapakét apo mbrojtjet e izoluara ose duke pérdorur veglat pérkatése.

Rreziku nga tensioni i prekjes

Fiala éshté pér pjesét metalike t€ paqjisjeve elekirike gé pér shkak té
ndonjé defekti mund &€ bien nén tension. Pér tu mbrojtur nga ky rrezik té
gjitha kéto pjesé lidhen me tokézuesin mbrojtés me sistemin e tokézimit i cili
duhet té keté rezistencén mé 1€ vogél se 5Q. Pér ta arritur shkallen e
nevojshme té siguris€, éshté parapar edhe mbrojtja diferenciale |d=0,03A.
Kombinimi i kétyre dy masave e mbron plotésisht njeriun nga ky rreziku. Né
banjo éshté pérdor mbrojtja e posacme diferenciale me
reagim né rryma té defektit Id=0,03 A.

Rreziku nga deformimi termik i pércuesve dhe kabllove

Ky rrezik vien nga rrymat e médha té cilat nuk mund t'i pérballojné
pércuesit. Né kété projekt zgjedhja e pércueseve éshté béré né bazé té
llogaritieve té cilat kané pasur parasysh kushte termike dhe réniet e tensionit.
Punékryersi éshté i obliguargé pérpos seksioneve t€ pércueseve té kontrollojé
edhe kualitetin e materialit t& pérdorur pér ndértimin e kétyre pércuesve.

Rreziku nga lidhjeve té shkurta

Vijen nga kudaliteti i dobét i prodhimit t€ paijisjeve, nga pakujdesia gjaté
vendosjes (instalimit) elektrik dhe nga pérdorimi i pa kujdesshém i pajisjeve
elekirike apo vjetrimi i tyre. Pér t'u mbrojtur nga veprimet e rrezikshme té
lidhjeve té shkurta, gé paragiten pér shkaget e larté shénuara, né projekt
jané parapar instalimi i siguresave automatike me karakteristik€ t&€ veprimit B
té cilat veprojné né rryma (3-5) x In brenda (0,01-3) sekondave.

Rreziku nga shkarkimet atmosferike - mbitensioneve té jashtme
Rrietat ajrore qofté té€ tensionit t€ larté apo té ulét jané objekte gé
shumé shpesh goditen nga mbitensionet e rrezikshme atmosferike — goditja
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rrufe. Pér arsye té& ndryshme ato mbérrijné deri né instalimet e ndértesave. Pér
ta mbrojtur instalimin dhe téré ndértesén nga kéto mbitensione, né tabelén
kryesore vendosen shkarkuesit e mbitensionit t€ fipit ZnO 1,2 kV 10KA.

PERSHKRIMI TEKNIK

Furnizimi me energji elekirike

Burimi primare pér furnizim me energji elektrike éshté

e furnizimi nga rrjeti i gytetit

Pér furnizim me energji elektrike nga rjeti i qytetit éshté lloaritur t&
shfrytézohet ormani i lagjes, i vendosur jashté objektit. Pér furnizim me energji
elektrike t€ T.SH. éshté paraparé kabllo e tipit NYY —4x16mm?.

Kabllo shkon pér te tabela me njehsoréve né objekt. Né projekt éshté
dhéné skema njépolare e T.SH.

Pér furnizim né raste emergjente, éshté paraparé sistemi i ndrigimit
emergjent i cilie mbulon téré hapésirén e objektit.

Né situacionin e bashkangjitur t& projektit Eshté dhéné porpozimi nga ana e
Inxhinierit t&€ Komunés pér pikén kygése t€ objektit me energji elektrike.

Megjithaté, pika e kygjes s& objektit me energji elektrike caktohet pérmes
P&lgimit Elekiroenergjetik nga ana e KEDS sh.a.

Shtrirja e kabllove

NEé pjesén gé shirihen népér pllaké, kabllot futen népér gypa té
brinjezuar pér ta mbrojtur kabllon deri sa té€ hidhet shiresa pérfundimtare e
betonit. Nga tabelatshpérndarése deri te elementet fundore (priza, llamba,
ndérpresé etj...) kabllot shtrihen né tri forma: Plafon, mure dhe dysheme

Kabllo e ndricimit kryesisht shirihet népér plafon.

Kabllot paraprakisht futen népér gypa te brinjézuar pér ti mbrojtur ato
gjaté fazés se ndértimit. Kabllot vendosen népér vende té€ caktuara sipas
projektit.

Kabllot e prizave do té shirihen kryesisht népér dysheme. Pér t'i mbrojtur
ngadémtimet futen né gypa brinoré roli i t&€ ciléve éshté mbrojtja e kabllove
derisa t& hidhet shiresa finale e betonit. Kabllot e shtrira né kété ményré
duhet té€pérforcohen me shirit t& vrimézuar té izoluar dhe gozhda té betonit.
Zonat népérté cilat kalojné kabllot i ndjekin format e mureve dhe vendosen
né hapésirén (20- 60)cm larg prej tyre. Kabllot nuk guxojné té kalojné nén
dyer . Distanca né mes kabllove dhe dyerve duhet té jeté sé& paku 15cm.
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Instalimi i prizave, ndérprerésve dhe llambadaréve

Vendosja e prizave népér banesa duhet t& béhet né lartésiné 30cm
mbi dysheme, ndérsa né€ banjé né lartésiné 140cm. Té gjitha prizat njéfazore
furnizohen me kabull NYM 3x2.5 ndérsa ato trefazoré me kabull NYM 5x2.5. Té
gjitha prizat vendosen né mure, népér kutia rrethore @ 60 me thellési 60mm.
Prizat né€ banjé dhe ballkone duhet té€ jené me mbulesé.

Vendosja e ndérprerésve apo tasteréve né té€ gjitha hapésirat béhet
né lartési 1,2m mbi dysheme. Vendet jané freguar né projekt. PEr ndérprerés
shfrytézohen kabllot NYM 3x1.5mm2. Ndérprerésit vendosen né mure népér
kutia rrethore @ 60 me thellési 60mm ose 40mm. Ka raste kur duhet té
vendosen prané njéri tjietrit dy ose mé shumé ndérprerés apo priza. Pér kété
arsye punékryersi duhet 1€ zgjedh prodhues gé kané edhe prodhime té ftilla.
Psh VIKO, Legrand, Siemens efj...

Kutia degézuese nuk do té€ keté né kété instalim.

Edhe pse né vizatimet kryesore jané caktuar fipet e llambadaréve
(shiko edhe legjendat) punékryersi nuk éshté i obliguar t'i vendos t€ gjitha
llambat.

Kutité pér barazim t& potencialeve

Né instalimet elektrike né banjé duhet marré masa shtesé pér mbrojtien
nga tensioni i prekjes, sepse Né njérén ané lagéshtia éshté e madhe ndérsa
né anén tjetér njeriu né raste & shpeshta éshté i zbathur e i zhveshur.

Ndér masat shtesé pér mbrojtje nga tensioni i prekjes aplikohen kutité
pér barazim té& potencialit. Duhet te vije njé pércues nga radiatori, njé
pércues nga shpérndarési i ujit t€ ftohté dhe ujit t€ nxehté dhe njé pércues
nga shpérndarési i ujit tenxemjes gendrore. Té gjithé kéta pércues duhet te
jené P-4mm2 ndérsa nga K.B.(kutia pér barazim té potencialit) deri né
zbarrén PE te tabela gjegjése e banesésdo té pérdoren pércues P-10mma2.
Ne kété projekt éshté dhéné njé vizatim ku shihet kjo formé e lidhjes sé kutive
pér barazim té potencialit.

Instalimet e tensioneve € uléta

Instalimi i Rrjetit kabllor

Instalimi dhe shpérndarja e rrjetés pér sistemin kabllovik t€ TV-se béhet
me géllim gé cdo lokacion i objektit t& banimit té& keté mundési té kycet né
cfarédo sistemi t€ TV —s&, varésisht nga zgjedhja dhe organizimi i sistemit,
sistem lokal té TV-s€, sistem satelitor, kabllovik efj.
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Shpérndarja e rrjetés pér sistem kabllovik t&€ TV-s& duhet t&€ béhet sipas
vizatimeve té€ paraqitura né projektin e instalimeve elektrike pér objektin e
banimit.

Pra kjo shpérndarje e rjetés pérfshiné: kabllo koaksiale, konektoré,
kuadérkryesoré shpérndarés ( t€ paqjisur me mbajtés dhe nivelizues té
kabllove), kuadér t& ndérmjemé shpérndarés, konektoré, priza té€ TV-sé et.
Kablloja koaksiale duhet té jeté kabllo e ftipit RG-6. Shtrija e kabllos
koaksialebéhet né gypa PVC né té gjithé objektin, gypat PVC duhet té jené
té€ dimensioneve gé t&€ mundésojné kalim té liré dhe pa véshftirési té kabllos
koaksiale.

Shtrirja duhet t& béhet e rregullt si né shtrirje horizontale ashtu edhe né
até vertikale, kabllot duhet té jené té shénjuara si né fillim ashtu edhe né fund
té€ kabllos me gélim té& adresimit t& sakté gjaté procesit t€ instalimit té
pajisieve.

Instalimi i internetit dhe telefonisé

Pér kéto sisteme éshté paraparé qifti i kabllove UTP 4x2x0.4mm? gé
shkon né secilén banesé. Secili sistem e pérdoré nga njé kabull UTP. Paijisjet
pér shpérndarje té sinjalit t& kétyre sistemeve nuk jané pjese e kétij projekti
por né TIU (tabela e tensioneve té uléta) éshté paraparé hapésiré e
mjaftueshme pér vendosjen e tyre. Sinjali i internetit mund té vij né dy forma
deri né TTU. Pé&rmes sistemit kabllovik apo pérmes kabllos sé telefonit. Né kété
projekt jané Iéné té€ dy mundésité gé ky sinjal t& pércillet deri te TTU-RACK.

Instalimi dhe shpérndarja e rrjetés pér sistem t& alarmit kundér zjarrit

Instalimi dhe shpérndarja e rrietés pér sistem t& alarmit kundér zjarrit
pérfshiné:Kabllo me 2 pércues nga bakri me dimensione 2x0.8mm2, gyp PVC
, paneli kryesoré shpérndarés (i cili duhet té jeté me mé sé paku 16 zona té
kycjes).senzor t& tymit, senzor t&€ temperaturés, sirenat dhe pikat thirrése.

Shtrirja e té gjitha kabllove duhet béhet né gypa PVC me dimensione
P 16 mm, dhe shpérndarja béhet né t& njéjtén ményré ashtu sic éshté
paragitur né vizatimet e projektit.

Paneli kryesoré i alarmit kundér zjarrit duhet gé sé€ paku té keté 2 zona
alarmuese.

Sistemi i alarmit té zjarrit éshté paraparé té jeté konvencional nga
prodhuesi C- Tech ose t& ngjashém.

SISTEMI | VIDEO MBIKQYRJES (CCTV)
Sistemi i video mbikéqgyries éshté planifikuar té instalohet né
vendet strategjike ku edhe kérkohet mbikéqgyrie e pandérprere , dhe
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pérbené njé sistem unik pér sigurimin e objektit. Pikat kryesore né t& cilat
éshté parapare té béhet video mbikéqyrja éshté hapésira e brendshme e
objektit.

KAMERAT

Sistemi i video mbikéqyries do té bazohet né, kamera fikse me
standard t€ larte kualitativ pér pérdorim té jashtém. Sistemi i video
mbikéqgyrjes do té jeté analoge.

Té gjitha kamerat duhet t&€ lidhen ne DVR gé komunikon me PC me
incizim digjital 24 orésh. Incizm i kamerave behét ne DVR né ményre
simulanté dhe ruagjtja né njé fail te stampuar data/ora pér kérkim mé té
lehte.

- Té béjné té& mundur kérkimin e ndonjé video incizimi me date/ore
apo me ndonjé log.

- Sistemi gé& mundéson paragitien hapésirén se lire ne disk, sistemin
date/ore dhe emrin e kamerés.

- Paraqitien e 1-20 imazheve ne te njéjtén kohe (d.m.th te gjitha
kamerat).

Karakteristikat teknike DVR:

Video incizues DVR 4ch, me HDD 2TB, per videovezhgim Tipi: DS-
7216HQHI-F2/N DVR 16 c¢ch, 5 megapixel per kanal 4 Turbo
HD/AHD/Analog interface inputf, 16-ch video&I1-ch audio input, 2 SATA
interfaces,1920x1080P: 12 fps/ch, 1280x720P:25(P)/30(N) fps/ch, 4K UHD
output, support CVBS output, 380 1U case.

| téré sistemi duhet té furnizohet né ményre t&€ pandérprere me energji
elektrike. Kabllimii sistemit t& behét mé kabull RG59, té futur mé paré né tub
fleksibil té€ brinjézuar nga PVC ve’réshuorje @16 mm, dhe i shtrire né kanal.

PTZ Video Input

Audl
Control | USBEPort| Input |

| YOO
il Ljd ot -‘—IEEQQ@@ _ “‘J

* Audio Output

VGA Output HDMI Output

Fo=

Network Switch

T - T ]
11‘ 1E‘ 1&_ e

Network User Network User Network User  Network Keyboard
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SISTEMI | ALARMIMIT KUNDER VJEDHJES

Pér detektim me kohe te paragitjes se tentimit pér thyerjen apo vjedhje
ne objekt, duhet te instalohet sistem i alarmit kundér vijedhjes. Gjate
projektimit éshté bazuar ne programin prodhues te JABLOTRON. Sistemi duhet
te pérbehet prej:

Stacioni kontrollues i alarmit te vjedhjes éshté i pérbére nga paneli
me 128 zona programabile, 4 dalje programabile.

DETEKTORE PIR DIGJITAL 120° pér vendosje ne mure ne pozicion
vertikal, shume te ndjeshém ge detektojné Iévizjet ne objekte gjate kohés
kur éshté i aktivizuar sistemi.

LCD SHIFRATOR-i cili mundéson kycje dhe shkycjen e sistemit te
alarmit te vjedhjes gjate orarit te punés, si dhe mundési e leximit te
dhénave ne lidhje me sistemin e alarmit te viedhjes.

Kabllimi i sistemit te behet me kabull 6x0.22 mm?2i futur me pare ne tub
fleksibil te brinjezuar nga PVC vetshurés fi 16 mm, dhe i shirire ne mur
nen suva, ne vendet kur kalon nen plafon te varur te pérforcohet me
trake metalike, apo te futet ne kanale PVC gjithnjé i larguar nga kabllot
e rmymeés elekirike ne distance minimum 15 cm.

Sistemi i fille vendoset ne dhomén e monitorimit dhe programohet ne
baze te standardeve pér siguri te objektit.

Instalimi i tokézimit dhe rrufepritésit

Forma e tokézimit duhet t'i pérshtatet llojit 1€ themeleve. Né rastin foné
themelet do té jené né formé té pllakés (pllaké masive né themele). Te ky rast
shiriti vendoset mbi armaturé dhe lidhet né cdo njé metér me armaturé me
tel t& zinkuar. Shiriti zgjatet (2-3)m jashté themeleve deri te sondat té cilat
jané té ngulura né toké deri né€ 60cm nén sipérfage. Pasi t€ kryhet rrieta si
éshté treguar né vizatim, nxirret nga njé dalje pér rrufeprités. Jané gjithsejté 3
dalje gé kalojné népér pika shqgyrtuese. Nj& dalje nxirret deri te tabela
kryesore TSH.

Tokézimi kryhet me shirit Fe/In 25x4mm2. Daljet pér rrufeprités
vazhdojné né té njéjtin shirit deri te rrufepritési ndérsa sistemi i rrufepritésit
kryhet me shirit Fe/Zn 20x3mm.

Edhe sistemi i rrufepritésit duhet t'i pérshtatet formés sé& kulmit. Né
vizatim jané dhéné format e vendosjes sé shiritit népér kulm.
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Rrufepritési pérfundon te pranuesit e rrufesé. Nga njé pranues i goditjes
sé rrufesé duhet té vendoset te secili kanal i ventilimit.

Matjet dhe léshimi né puné

Né fund para se té futet instalimi né puné duhet té kryhen shqgyrtimet
(matjet) e instalimit. KEto matje duhet té€ pérfshijné:

Matjet e rezistencés sé tokézimit.

Shagyrtimi i lidhjeve nga pranuesit e rrufesé deri te pikat shqyrtuese

Matja e rezistencés sé€ izolimit t&€ kabllove furnizuese

Testimi i mbrojtjeve diferenciale

Testimi i lidhjeve té telefonisé

Vetém kur rezultatet e matjeve jané té pérputhjeve me IEC- standardet
teknike pér instalime elektrike, jepet leja pér puné.

LLOGARITJA E REZISTENCES SE TOKEZIMIT DHE RRUFEPRITESIT

Tokézuesit gyporé dhe shiritore

Tokézimi paraget lidhjen e ndonjé pjese té€ instalimit elekirik me tokén e
cila paraget pércjellésin elekirik gjeologjik me rezistencé té papérfillshme dhe
kondensator me kapacitet shumé t&€ madh. Kjo lidhje i ka dy géllime.

QEllimi i paré éshté gé ndonjé piké e instalimit elektrik kur 1€ lidhet me
tokén té sillet né potencialin e saj té€ pandryshueshém-tokézimi punues.

QéEllimi i dyté éshté gé disa pika té instalimeve elekirike té cilat gjaté
punés normale nuk jané né ndonjé potencial me tokén mirépo pér shkak té
prishjes mund té vijné né potencial t& larté t& palejueshém dhe té rrezikshém
pér ambientin, t& mbrohen duke u lidhur me tokén —tokézimi mbrojtés.
Tokézimi pérbéhet prej dy pjeséve kryesore:

a. Tokézuesit-i cili paraget pjesén elektropércuese té€ vendosur nén
sipérfagen e tokés.

b. Pércjellésit t& tokézimit i cili paraget pjesén e tokézimit mbi toké.

Sipas ményrés sé vendosjes dallohen “Tokézuesit né thellési”, t& cilét
vendosen thellé nén sipérfagen e tokés, dhe né té cilét kushtet e jashtme
atmosferike kané ndikimté vogél, si dhe” tokézuesit sipérfagésor”, t& cilét
vendosen afér sipérfages sé tokés, paralel me tokén dhe né té cilét kushtet e
jashtme atmosferike mund té& kené ndikim té réndésishém, sic éshté tharja ose
ngrirja e shtresave sipérfagésore.

Pérvec kétyre tokézuesve dallomé edhe tokézuesit e vetém dhe
tokézuesit e pérbéré.

Né tokézuesit né thellési dallojmé tokézuesit né formé gypi dhe shkopi,
té cilétpérfshin hapésire t€ vogél pérreth ashtu gé kushtet atmosferike té cilat
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ndikojné né kualitetin e shiresés sipérfagésore té€ tokés nuk kané ndikim té
madh.

Né tokézuesit sipérfagésor radhiten ata né formé shiriti dhe rrjete. Kéta
tokézues vendosen né thellési 0.5-0.8m dhe pérfshin njé hapésiré t&€ madhe
pérreth ashtu gé& edhe ndryshimet e kushteve atmosferike ndikojné mjaft né
karakteristikat e tyrepér raste té thellésisé.

Projektimi i tokézimit mbrojtés éshté shumé i réndésishém dhe ka té
béjé me llogaritiet pér zvogélimin e rrezigeve pér personelin gé aksidentalisht
mund té vije nén tension. Tentohet gé rezistenca e tokézimit té jeté sa mé e
vogél e mundshme me géllim té rritjes sé rrymés kaluese pér né toké dhe me
kété edhe reagimin e mbrojtjes.

Rrufepritési

Prej pikave matése deri te rrufepritési duhet té realizohet pérmes shiritit
Fe/Zn 20x3 mm.

Lé&shuesit, apo shiritat vertikal té rrufepritésit lidhen me rrjetin shiritor me
pllaka katérkéndéshe. Né lartésiné 1.75m nga toka lihen kutité pér matje té
rezistencés sé tokézimit t&€ vendosura né brendési té fasadés. Lidhjet né kutité
pér matjen e rezistencés sé tokézimit bEhen me bulona.

Instalimi i rrufepritésit duhet t€ béhet nga materiali i géndrueshém né
goditje mekanike si dhe né ndikime kimike-ekskluzivisht duhet té jeté hekur i
zinkuar. Shiritat vendosen né rrugén sa mé té shkurtér t€ mundshme dhe nuk
lejohet kthesat e mprehta pér shkak té efektit t&€ majave. Duhet pasur kujdes
né vendet ku kalohet nga shtylla né pullaz gé harku té jeté sa mé i madh gé
té jeté e mundur. Né pullaz duhet t&€ montohen mbaijtésit e shiritit né largési jo
mé t& vogél se 10 cm. Lidhja né pullaz duhet té€ béhet me lidhése katrore me
bulona. Né pikat mé té theksuara té pullazit dhe pérreth oxhakéve duhet té
montohen sondat e larta 60cm me géllim & pranimit sa mé té& miré té
goditjes sé rrufesé dhe té rezistencés goditése.

Nése né kulm ka pllaka metalike t€ sipérfages 2x2m edhe ato duhet té
lidhen me rrufeprités. Instalimi rrufeprités duhet t€ punohet sipas projektit, por
shpeshheré ndodhé gé ndértesa te mos punohet né té€ gjitha detajet sipas
projektit ndértimor. Pér shkak té& késaj paraqgiten problemet t& cilat kryesi i
punéve duhet zgjedhur veté apo me ndihmén e mbikéqyrésit. Andaj patjetér
para fillimit t& punéve duhet analizuar projektin dhe né teren t& vérehen
ndérrimet eventuale t€ zgjedhjeve sipas projektit. Pastaj duhet gé né ményré
precize t€ caktohet pozita e pércjellésve pranues, distanca reciproke dhe
pozita e mbajtésve t€ shiritit né pullaz dhe némure dhe vendi i krygézimit té
tokézimit me tuba dhe kabllo.
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LLOGARITJET TEKNIKE
Llogaritja e seksionit dhe rénies sé tensionit té kabllove

Rryma nominale trefazore llogaritet:

I = ku’ ; PH
N} U, cosg
Kurse pér qarget njéfazore:
I = Ry Pay
LU Upm¢
ku jané :

In - Rryma nominale né (A)
Un- Tensioni nominale né (V)
ki-  Faktoriinjekohshmérisé
Pi-  Fuqia e njekohshme -
cos ¢ Faktorii fuqisé

Né bazé t€ rmymés nominale pér kabllo zgjidhet paijisia mbrojtése e cila
plotéson kushtin &, = I

e Madhésia e zgjedhur pér kabllo me seksion térthor éshté rmyma e lejuar
maksimale Id dhe faktorit pérkorrigjim.

Koeficientet varén prej kétyre faktoréve:

e Pérléshim paralel t€ kabllove k1

e Pérngritien e temperaturés k2

Pér kushtin e shftrirjes s&€ kabllos, né varésisht prej rezistencés termike té
dheut k3 ( pér rezistenca termike e cila nuk e kalon 2.5 Km/W, k3=1

Faktori i pérgjithshém i korrigjimit éshté :

K=K1K2K3
Rryma e korrigjimit e lejuar éshté: Ik=Kld

Kushtet t& cilat duhet té€ plotésohen jané :

o= 0y =k,
I, < I, = 145I,
.F?_-=H'.F|_-[

ﬁ.'!2-=1.45'&-
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Ku jané:
In-  |Rryma nominale pér garkun e projektuar
I0- |[Rryma e pajisieve mbrojtése
12 - [Rryma e veprimit té releve né kufijté e veprimit
lk - [Rryma e korrigjuar
K- |[Faktori i veprimit té releve mbrojtése i cili gijendet prej tabelés
s€ méposhtme

Paijisja mbrojtése 10
Siguresat shkrirése : deri 4A 2.10
(4-10)A 1.90
(10-25)A 1.75
mbi 25A 1.60
Ndérprerési me rregullim:
Deri 63 A 1.35
Deri 100 A 1.25
Réniet e tensionit caktohet:
_ _K-Pd-{-105
T s R
U- [Rénia e tensionit
K- [Koeficienti i cili éshté K=1 pér kabllo frefazore dhe K=2 pér kabllo
niéfazore
Pu- [Fugia e teré (W)
L- |Gjatésia e kabllos (m)
K- |Pércueshméria specifike (pér Cu — k=57 m/mm2Q, pér Al-k=35
m/mmZ2Q)
S - |Preria térthore e njé pércuesi (mm?2)

U- [Tensioni punues (V)

Rezultatet e fituara pér ramjet e tensionit nuk guxojné té kalojné kufijté e

poshté shénuar:1

Lloji i furnizimit Ndricimi T€ tjeret
Tensioni i ulét 3% 5%
Trafostacionet 5% 8%
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Llogaritjet fotometrike

Llogaritja fotometrike béhet sipas formulés ku:

e==
ns
¢ - Fluksi i nevojshém i shprehur né (Im)
B - Ndricimi i pérvetésuar (Ix)
S - Sipérfagja (m2)
K- Faktori i korrigjimit
- Shkalla e shfrytézimit

Ndricimi i nevojshém llogaritet mé formulén: ku:
_ Byug PR

E; -
#q- ndricimi i nevojshém i shprehur né (Ix)
ni- Numri i ndricimeve
Nz - Numri i llambave ( trupave ndricues)
®1- | Fluksi i nevojshem (Im)

DIMENSIONIMI | KABLLOVE

Llogaritja e kabllove furnizuese:

TI.SH.

Fugia e instaluar: Pin= 25.36 [kW]
Koeficienti i njekohshmérisé: knj= 0.7

Fuqgia e njekohshme: Pnj=17.75 [kW]
Rryma maksimale e njekohshme: Inj= 27.00 [A]
Koef. i temperaturés per ajré: K=0.87

Rryma e njekohshme termike: Inj.ter= 31.04 [A]

Sipas rmrymés sé njekohshme té llogaritur nga zbarrat e kuadrit kryesor
furnizohemi me kabllo NYY 4x16mm? i cili duron ngarkesén deri né 82A, me
rmymé termike € kabllos 71.34A dhe siguresen 63A.

Largésia e objektit prej vendit t€ kycjes éshté [=32-50 m. R

Réniet e tensionit caktohen pérmes shprehjes:

K-Pq -1-10°

U= — = 0.690
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14. INSTALIMET TERMOTEKNIKE

Duke u bazuar né normat dhe ligjet ekzistuese pér projektim té
sistemit t€ ngrohjes dhe klimatizimit si dhe duke u bazuar né kérkesat e
parashtruara nga Investitori e né bazé té vizatimeve Arkitektonike, éshté
punuar projekti kryesor i kétyre sistemeve pér objektin e Pikés informuese pér
turist né Prishtiné.

Pér racionalizim té kétij sistemi si dhe ekonomizim si t&€ cmimit té
realizimit dhe eksploatimit &shté propozuar:

Ngrohje — Ftohje.....ccoovvvvvveeenne... Ngrohja dhe klimatizimi nga pompa
termike Multi split.

Pér objektin Administrativ pér instalimet termoteknike:

Projekti kryesoré i instalimeve t& ngrohjes dhe klimatizimit éshté punuar né
bazé té shénimeve dhe vizatimeve t€ marura nga arkitektura dhe kérkesave
té investitorit.

Ngrohja dhe klimatizimi i objekfit é&shté€ i organizuar me ndihmén e
ventilator konvektoréve (njésive té€ brendshme Klima Kanalore), t€ quajtur
Multi split, né sistemin dygypor me freon.

Parametrat e projektimit:
e Tj=340C - temperatura e jashtme projektuese
e ] =35%-lagéshtia relative e jashtéme
o tb=260C-né€pér zyre
e tb=280C - népér koridore
e b =50-55% - lagéshtia relative e mbrendshme

e Tj=-18°C - temperatura e jashtme projektuese
e tb =200C - népér té gjitha siperfaget

e tb=18°C - népér koridore

e ] =85%-lagéshtia relative e jashtéme

e b =50-55% - lagéshtia relative e mbrendshme

Ngrohja dhe ftohja e hapsirave
Sistemi i ngrohjes dhe ftohjes béhet me ventliator konvektor kanalor pér
sistemin dygypor t€ punés. Ventilo konvektorét jané pérvetsuar sipas

DOSJA E TENDERIT PER PUNE Fage 71 nga 81



SPECIFIKACIONI TEKNIK PIKA INFORMUESE PER TURIST
Rev. 17.09.2023

humbjeve dhe fitimeve t& nxehtésisé té€ kalkuluar me parametrat e
projektimit te shenuara mé larté.

Per ngrohjen/ftohjen e Administrates éshté i paraparé sistemi Multi
Split, nga prodhuesit me certifikat nga BE ose i ngjajshém. Njésia e
jashtme vendoset né kulm dhe me sistem 1€ tubacionit Cu béhet
shpérndarja gjere te njésité e brendshme klima kanalore.

Komandimi i Ventilo konvektoreve béhet me termostata t&€ vendosura
né mure.

Largimi i kondenzatit nga Venfilator konvektorét lidhen né vertikelet e
organizuara né disa pika né gypin e ujrave atmosferike apo 1€ zeza qgé
paraprakisht i organizohet punimi i sifonit pér shkak t&€ aromave si jané
prezentuar né pjesén grafike. Gypat e drenimit duhet té€ kené& aftési
antikoroduese dhe kemi propozuar gypat nga PE- 32 mm rjefi
horizontal i cili realizohet me ngjitle dhe duhet ti krijohet rénje e
mjaftueshme né drejtim t&€ shkarkimit dhe t&€ mos krijohen valzime né shtririen
e fij.

Rrjeti i gypave té ngrohjes/ftohjes

Rrieti i gypave té bakrit do té shirihet nga njésia e jashtme pér secilin
Ventilo Konvektoré. Rrieti i gypave té€ vendosur duhet té jeté i izoluar me
veté izolm me ftrashési 2mm. Saldimi duhet t€ béhet gjithmoné né
garkullim té azotit gé shfrytzohet pér pastrim t& tubacioneve gjithashtu
edhe testimi i rrjeftit 1€ béhet me azot dhe asnjeheré me dicka tjetér.

Secila zoné pérbehet nga njésia e jashtme, tubacionin Cu té izoluar dhe
ventilokonvektorét.,

KUSHTET TEKNIKE

Masat e sigurisé

Meqgé i gjithé sistemi funksionon me energji elekirike né pjesén gé na
takon neve si projektant t& fazes se makineris€é do té€ ja pércjellim
kérkesat tona fazes s& elekirikes dhe pér kete ata obligohen ge fi
diminzionojne paisjet mbrojtese konform rregullave elektrike.
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Shqyrtimi dhe rregullimi
Pas pérfundimit t€ montimit trupat ngrohés te sistemit Multi Split
shgyrtohen me AZOT nén presion 45 bar, né prezencén e organit

pérgjegjés.

Kushtet gjenerale

Kryerja dhe dorézimi

Pérshkrimi i dhéné mé poshté éshté minimumi kérkesave pér kryerje
adekuate té sistemit, por kontraktori mund fi shtoj késaj ku mendon se duhet.
Mirépo ¢cdo shtesé do té jeté né kuadér té€ cmimit té ofertés.

Makineria

Prodhimi, furnizimi dhe instalimi i t&€ gjitha pajisieve dhe pjeséve.

Pastrimi i t€ gjitha pjeséve.

Té gjitha elementet e pjeséve edhe fitingjeve pér vendosje, shiréngim,
fiksim, sikurse: bulonat, ankerat, shpimet efj.

Komplet shenjézimii t€ gjitha pjeséve.

Té gjitha shgyrtimet dhe testet e nevojshme, deklaratat, protokolat dhe
garancionet.

Manualet pér pérdorim dhe manuelét e mirémbajties né pér té
gjitha  paqjisjiet  mekanike  dhe elekirike né gjuhén e kérkuar nga
punédhénési.

Demonstrimi i 1€ gjitha pajisjeve si dhe trajnimi i stafit t€ mirémbaijtjes
nga klienti pér pérdorim té paijisieve dhe sistemit komplet.

Instalimi dhe mbikeqyrja

Komplet instalimi dhe Iéshimi né puné i téré sistemit dhe angazhimin e
punétoréve té ftragjnuar, instalimin e pqgjisieve, mjeteve ndihmése,
materialeve ndihmése, paqjisjeve té€ punishtes, personelin, festet e
pérshkruara, mbikéqyrja deri né testimet e nevojshme deri te dorézimi i
téré sistemit punédhénésit.

Ndryshimet né projekt duhet t&€ béhen né konsult dhe me aprovimin e
projektuesit.

Puna provuese

Katér javé puné provuese pa gabime nga secili komponent do
t& merret si prové pér funksionim té€ kénagshém nén kushte punuese, sé
bashku me evidencén e kontrollés sé& parametrave.

DOSJA E TENDERIT PER PUNE Fage 73 nga 81



SPECIFIKACIONI TEKNIK PIKA INFORMUESE PER TURIST
Rev. 17.09.2023

Instruksionet e realizimit

Shénimet gjenerale

Udhézimet né vijm i takojné furnizimit dhe kryerjes s& punéve dhe
nuk e liron kontraktorin nga pérgjegjésia pér furnizim té sigurt t& paijisieve
funksionale.

Standardet

Kéto paqjisje duhet té projektohen, prodhohen dhe té instalohen né
pajtueshméri me rregullat, instruksionet, standardet, urdhrat dhe udhézimet
e fundit ndérkombétare nén mbikéqyrien teknike t& Menaxherit t€ projektit,
pérfshiré:

Standardet relevante ISO dhe DIN, ndér fjera edhe: EN 145011-1:2007,
EN 12012 dhe standrdet e Eurovent.

Rregullat e mbrojtjes shéndetésore.

Rregullat punuese nga ligjet né fugi né Kosové

Té gjitha punét nga kjo kontraté duhet t& kryhen nén
pérgjegjésiné e kontraktorit duke pérdorur aftésité dhe pérvojén mé té mire
té fij teknike.

Do té lejohen pér montim dhe pérdorim vetém produktet e lejuara.

Shenjézimi

Komponentét e furnizuara duhet té identifikohen nén mbikéqyrien
e Menaxherit té€ projektit. Kontraktori duhet ti bie t€ gjitha detalet pér planin
e instalimit dhe IEéshimit né puné.

Produktet

Pér t& gjitha produktet e blera dhe t&€ prodhuara kontraktori éshté i
obliguar ti bie certifikatat e kualitetit nga prodhuesit ose nénkontraktohet
té€ cilét deklarohen pér karakteristikat teknike dhe financiare pér produktet
né pajtim me kérkesat dhe specifikimet .Paisjet termike duhet t& kené
minimum 3 vite garancion nga prodhuesi .

Ekzaminimi dhe kontrolli i funksionalitetit

Punédhénési do té kérkoi testet interne t€ béra né sistem. Kushtet
e testeve duhet t'i jepen Menaxherit 1€ Projektit menjéheré pas kryerjes né
ruaijtje.

Koha dhe procedura e testimit do 1€ jet€é né pérgjegjési té
punédhénésit.
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15. INSTALIMET E UJIT DHE KANALIZIMIT

Projekti ka pér gélim punimin e instalimeve té ujésjellésit dhe té
kanalizimit fekal (sanitaré) si dhe evakuimin e ujérave atmosferike.

Té gjitha specifikimet dhe dimensionet do té€ paraqgiten né pjesén
grafike té projektit dhe né paramasé.

Secili pozicion né paramasé, éshté i specifikuar me numér té
njejté edhe né pérshkrim teknik.

A. TE PERGJITHSHME

Punét pregaditore

Pérgatitjia e té gjithave akfiviteteve gé ndihmojné Punékryesin — pérfshin té
gjitha aktivitetet e névojshme qgé té€ organizohét kompania pér filimin e
punéve me sukses. Duke filluar kontrollimin e makinave g& kané pér té
punuar, transportin e makinerisé, vendosja - lokalizimi né njé vénd afér
punishtés ( né marréveshje me investitorin dhe organin mbikéqgyrés ) dhe
sigurimi i géndrimit t&€ pérkohshém (me zyre-mobile me té gjitha pajisjét dhe
véndosja e rréthojés rréth véndgéndrimit.

Matjet dhe piketimi

Nénkupton té gjitha matjet gjeodezike pér lokacionin e objektit, gé do té
thoté né stacionazhin pérkatés dhe né kotén pérkatése té€ paraparé me
projekt. Gjithashtu piketimi dhe matjet gjeodezike nénkupton edhe caktimin
e gérmmimit gé duhet 1€ kryhet sipas profileve, niveleve t& kérkuara,
pjerrésive, dhe thellésive t€ caktuara né projekt pér koté e fondimit etj.

Gérmimi

Gérmimet duhet té kryhen sipas profileve, niveleve té kérkuarag,
pjerrésive, dhe thellésive té caktuara né projekt. GErmimi pérfshiné: hegjen
e shiresés humusore deri né frashésiné e kérkuar

(jo mé tepér se 40 cm né thellési), duke e pérfshiré edhe vendosjen anash
dhe/ose transportin deri né deponi.

Gérmimin e gjeré té té gjitha kategorive té dheut dhe t&€ gurit, né
thellésité té€ ndryshme, sic parashinet me projekt, pérfshiré bartjen e
materialit anash dhe transportin e materialit deri né deponin legale.
Cfarédo démtimi g&€ mund té paraqgitet gjaté kryerjes s& punéve éshté
obligim i ekzekutuesit gé ta béjé kompensimin.
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Betoni dhe celiku

Pusetat e kanalizimit duhet té€ jené nga elementet e parafabrikuara té
betonit @-1000mm deri né thellési 1€ nevojshme, ne pjesen e siperme
vendoset konusi i parafabrikuar nga betoni. Para vendosjes sé tyre duhet
té€ béhet betonimi i pllakés s& poshtme t-15 cm t€ armuar me rrjeté Q-188 né
dy zona, pas instalimit t gypave duhet te behet suvatimi i vazhdimeve té
gypave té pusetave, furnizimi dhe montimi i shkalléve t& pusetave, furnizimi
dhe montimi i kapakéve prej materialit kompozit T=25 ton.

B. INSTALIMET E UJIT DHE KANALIZIMIT

Ujesjellési i jashtem
Furnizimi i objektit me ujé éshté paraparé t€ béhet nga rmjeti i ujésjellésit
té& qytetit. Kycja né rmjetin té€ ujésjellésit duhet té€ béhet me pélgimin e KRU.

Gypi i cili pérdoret pér furnizimin e objekfit duhet té jet€é i nga
poliefileni me kualitet té larté HDPE @22 mm, dhe presion punues PN=10
bar.

Ujematési duhet té€ vendoset né pusetén e punuar sipas kérkesés s&€ KRU, me
diametér DN-22 mm, dy valvula DN-22mm para dhe pas ujématésit, filterin,
Montues-demontues si dhe pjeseve tjera sipas detalit t€ pusetés sé
ujématésit.

Podhuesi i ujematésve duhet té keté certifikata valide nga Institute té& njohura
nderkombétare: ISO 9001, ISO 14001, ISO 18001, MID - EC 2004/22/EC ose
aprovim Europian - Klasa A, mbrojtje IP68.

Cilésia e punimeve duhet t'i plotésoj kushtet si me material edhe me kualitet
té ndértimit sipas rregulloreve.

Cfarédo démtimi g&€ mund té paraqgitet gjaté kryerjes s& punéve éshté
obligim i ekzekutuesit gé ta béjé kompensimin.

Ujesjellési i brendshém

Pér furnizim té elementeve sanitare duhet perdorur gypa me kualitet té
larté dhe kushteve 1€ parapara pér ndértim né pajtueshmeri me
standardet EN 13501 (nga brendi Geberit ose té€ ngjashém). Furnizimi dhe
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montimi i gypave duhet kompletuar me té gjitha pjesét fazonike. Pér
shpérndarien e mjetit 1€ gypave duhet pérdorur hapésirat e
pérshtatshme dhe pas vendosjes sé€ gypave vrimat dhe thyerjet duhet té
mbyllen.

Valvula me kapak dhe rozeté pér ndaljen e ujit duhet t& vendoset né
vendin e specifikuar me projekt. Gjithashtu, pér rregullimin e problemeve
me shiypje para valvulés vendoset njé rregullator i shtypjes.

Kanalizimi i jashtém Fekal

Gypat gé duhet pérdorur pér realizimin e rrjetit t& kanalizimit t€ jashtém fekal
duhet té jené té kualitetit t& larté HDPE-SN8 @125 mm, s& bashku me pjesét
fazonike dhe me gjithé materialin € nevojshém.

Kanalizimi i brendshém

Rrietfi i brendshém i kanalizimit shérben pér t& mbledhur dhe pér té larguar
vjérat e pérdorura né nga paisjet hidro-sanitare: lavamanet, lavapjatat,
klozetat efj.

Gypat gé duhet pérdorur pér realizimin e rrjefit t& kanalizimit fekal brenda
duhet té jené SILENT PP né pajtueshmeri me standardet EN 15804 (nga brendi
Geberit ose t€ ngjashém).

Pér vertikale dhe nyje sanitare duhet pérdorur gypa me diametér té
llogaritur né bazé té standardeve projektuese, dhe normave té shkarkimit
pér njési t& caktuara.

Gjithashtu ujeémbledhésit me dimensione 11x11 cm duhet t€ vendosen né
vendet e tyre s& bashku me rrjeten nga materiali inox.

Kanalizimi Atmosferik

Gypat gé duhet pérdorur pér realizimin e rrjetit t& kanalizimit atmosferik ge
vendosen ne toke duhet t&€ jené té kualitetit t& larté HDPE-SN8 @125 mm, sé
bashku me pjesét fazonike dhe me gjithé materialin e nevojshém.

Ndésa, gypat te cilet perdoren per vertikale dhe horizontale ge e largojne
ujin nga kulmi duhet té jené SILENT PP né pajtueshmeri me standardet EN
15804 (nga brendi Geberit ose t€ ngjashém).

DOSJA E TENDERIT PER PUNE Fage 77 nga 81



SPECIFIKACIONI TEKNIK PIKA INFORMUESE PER TURIST
Rev. 17.09.2023

Kulmi shkarkohet né gypat (Vertikalet e kanalizimit atmosferik) me diameter
@110mm, dhe nga to uji shkarkohet né pusetat e kanalizimit atmosferik.

Drenazha do te punohet nga gypat e brinjezuar me vriima ne gjysmen e
diametrit, Diametri i gypit te drenazhes eshte @110mm.

Elementet sanitare

Elementet sanitare gé montohen duhet té€ jené té cilésisé sé larté. Lloji, ngjyra
si dhe preferencat fjera duhet zgjedhur nga organi mbikqyrés. Pas montimit
té kétyre paisjeve duhet kontrolluar dhe vértetuar funksionalitetii tyre.

Realizimi i punimeve pér instalimin e paisjeve hidro-sanitare duhet béré né
ményré profesionale nga ekspert té€ thirrur pér kété puné.

Né hapésirat e parapara do té€ vendosen elementet sanitare sikur gé shihen
né pjesén e dizajnit. Pajisijet duhet t€ jené cilésore dhe té géndrueshme, me
bateri automatike me senzor, valvula té pérzierjes termostatik pér pérshtatjen
e temperaturés sé ujit, sifon dhe elementet tjera.Lavamanét duhet té jené né
pajfueshmeri me standardet EN 14688.

WC guacat sipas standardeve EN 997, duhet t€ jené me sistem “Geberit
ose té ngjashme” té€ vendosura brenda ose jashté mureve.

C. TESTIMET

TESTIMI | RRJETIT TE UJESJELLESIT

Né bazé té specifikimit teknik dhe né pajtueshméri me standardet né
fugi, duke ju pérmbajtur metodologjisé s& dorézuar dhe aprovuar tek
organi mbikqyrés éshté béré testimi i rmjetit té instalimeve té sistemit pér
furnizim me ujé.

Testim i rrjetit pér furnizim me ujé éshté béré sipas késaj specifike standarde si
mé poshté:

Pas pérfundimit té€ t&€ gjitha instalimeve & ujésjellésit éshté béré shqyrtimi né jo
ujéléshueshméri dhe funksionalitet i rrjetit t& ujésjellésit.
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Provat hidraulike jané kryer sipas kushteve teknike dhe standarteve ne fuqi.
Testi hidraulik i rrjefit t& ujit béhet né pérputhje me standardet DIN 4279.
Testimi béhet pér té€ dy rrjetat e ujit, pér até ftohté dhe nxehté. S& pari
testimi béhet vecmas pér secilén rmjeté pastaj béhet pér 1€ dyjat
nj€herésh.

Testimi béhet me ané t&€ pompés sé€ posacme, né rastin toné kemi pérdorur
dy pompa dore, njera e prodhuesit Geprufpumpe dhe tjetra Unior, me kété
pompé japim presion né rrjeté me ané té ujit.

Pompa lidhet me valvulé pas ujematésit apo né ndonjé piké té caktuar dhe
pastaj presioni shkon né drejtim té rrjedhjes sé uijit kur rrjeti Eshté né puné.

Para testimit rrjeti duhet t&€ mbushet me ujé, gjaté té cilés qjri largohet nga
rmeti gé mos té vjen deri te grushti hidraulik, mbushja béhet me hapjen e
kohépaskohshme té valvulés kryesore, gjaté késaj kohe hapet valvula né
pikén mé té larté gé té largohet qjéri. Valvula mbetet e hapur derisa té
largohet aqjéri komplet nga rrjeti, giegjésisht derisa mos té rrjedh uiji,
pastaj ajo mbyllet. Né pikén mé té larté vendoset valvula e qgjrit dhe rrjefi i
ujésjellésit zbrazet népérmjet késaj valvule.

Pér testime duhet:
* Té pérdorén manometra me saktési 0.1 bar
* Lloger Presioni digjital me ekran
* Pompa pér dhénjen e presionit té€ kerkuar
* Valvula sipas nevojés
* Mbyllés né pikat hargjuese

Duhet t& béhen dy teste, testi fillestar dhe testi kryesor.

Pas pérfundimit t& provave hidraulike béhet shpérlarja e rrjetit me klor me
koncentrim 2%, pér dy oré dhe pastaj béhet shpérlarja me ujé nga rmjeti i
gytetit deri né largimin e ploté té koncentrimit me klor.

Testi fillestar: né shtypje provuese 10 bar. Rrjeti duhet t€ géndroj né shtypje dy
heré nga 30 minuta me pauzé 10 minuta. Pastaj éshté edhe njé test 30
minuta ku shtypja nuk guxon € zbres mé shumé se 0.6 bar dhe nuk guxon té
keté rriedhje té uijit.
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Testi kryesor: béhet menjéher pas testit fillestar me shtypje provuese 10 bar té
shtypjes sé lejuar punuese. Kjo zgjaté 2 ore, ku lejohet rénja e shtypjes jo mé
shumé se 0.2 bar pas dyorésh. Rrieti duhet t€ jeté€ 100% pa rrjedhje té ujit.
Testimi duhet t& béhet né praniné e organit komunal té ujésjellésit, organit
mbikgyrés dhe kryesit t& punéve, pér cka edhe béhet proces verbali.

TESTIMI | RRJETIT TE KANALIZIMIT

Né bazé té specifikimit teknik dhe né pajtueshméri me standardet né
fugi, duke ju pérmbajtur metodologjis€ s& dorézuar dhe aprovuar tek
organi mbikqyrés éshté béré testimi i rrjetit té kanalizimit.

Testimi i rrjetit 1€ kanalizimit né joléshueshméri béhet né interes té shfrytzuesit
dhe té ndértesés. Ky testim éshté i arsyeshém, sepse pjesé té€ caktuara té
rmetit né momente t& caktuara mund té jené té€ mbushur me ujé deri te
elementet sanitare. Raste té ftilla mund té keté né gjithé rmjetin ku ku
bllokohet kanali i kyces, gjegjésisht né vende té€ caktuar té rmjetit kur
bllokohen degét apo ndonjé ujeémbledhés. Nése bllokohet vertikalja e rrjetit
té€ kanalizimit, atéheré e gjithé vertikalja mund t& mbushet me ujé. Né ato
raste, rmjeti i instaluar jo drejt, vien deri te mjedhja e ujit dhe démtimi i
ndértesés.

Testimi i rrjetit t€ kanalizimit béhet duke ju referuar standardeve dhe normave
né fuqi pérkatésisht DIN apo EN 1610.

Testimi duhet té€ béhet né té gjithé degét dhe vertikale. Shqyrtimi dhe kontrolli
i kanalizimit duhet t& béhet pas pérfundimit t€ instalimeve té rrjetit. Edhe mé
mire éshté té testohen né joléshueshméri sifoni, dhe veqganérisht kygja e
guasés s& WC dhe pisuaréve. Testimi i rmrjetit t&€ kanalizimit shtépiak béhet
mé sé shpeshti dhe mé sé lehti me ujé, por né raste 1€ veganta edhe me qjér.

Sé pari t€ gjitha vrimat mbyllen, pérveq vertikales. Pastaj i gjithé rrjeti
mbushet me ujé. Nén shtypje 0.5 bar rrjeti mbahet zakonisht mé sé paku 24
oré, pas sé cilés fillon kontrolli. Vendet ku rrfiedh uji shénohen, rrjeti zbrazet,
riparohet, pas sé cilés shqyrtimi pérséritet deri sa i téré rrjeti té€ jeté jo 1éshues.
Mbyllja béhet mé sé& miri me mbyllés t& posagém té cilét béhen me madhési
té€ ndryshme. Vet mbyllési futet né€ vrimén e gypit me shtangim. Pérveq kétyre
mbyllsave, pér gypa me diameter mé t&€ madh, pérdoren edhe diafragma
Nnga goma, gese me réré ose me argjilé.
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Mbushja me ujé béhet né vendin mé té pérshtatshém, deri sa uji mos té rrjedh
né pikén mé té larté té vertikalés. Mbushja béhet me ané té gypit nga goma
népérmjet vertikales ose né vend fjetér (p.sh. népér mbyll€s). Nése niveli i uijit
népér gypa bie, kurse askund nuk ka rriedhje, d.m.th rrjeti i kanalizimit diku e
|éshon ujin.

Testimi duhet t& béhet né praniné e organit komunal té ujésjellésit, organit
mbikqgyrés dhe kryesit t€ punéve, pér gka edhe béhet proces verbali. Pas
pérfundimit t€ provave hidraulike béhet shpérlarja e rmrjetés me ujé nga
rmeta e qytetit deri né largimin e ploté té€ papastértive ose thérmijave.

Formé tjetér e testimit e cila duhet aplikuar pér aspektin e
funksionalitetit  éshté edhe testi i rmedhshméris€é népér tubacione duke
pérdorur ngjyré té integruar dhe duke kalkuluar kohén deri né gfaré kohe
arrin shkarkimi né puseten e paré né dalje té objektit.
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